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Report Summary

The Hamilton/Ravalli County Airport is planning a series of airport facility improvements
designed to bring the complex into compliance with Federal Aviation Administration (FAA)
standards. In 2004, a cultural resource survey designed to meet federal environmental
regulatlons located historic properties, recorded as site # 24RA770. The historic properties, two
early 20" century aircraft hangars, are south of the proposed new runway location on land not
currently owned by Ravalli County. This parcel, however, will be purchased by the County as
part of the undertaking. Due to design and safety considerations related to the proposed
improvements, the historic properties cannot remain in their historic locations, creating an
adverse effect to the properties that, under federal law, must be mitigated.

Montana Preservation Alliance (MPA) was contracted to develop measures to mitigate the
project’s adverse effects on the historic hangars, which are architecturally significant as well as
significant in the aviation and women’s history of the State of Montana’s Bitterroot Valley. The
first mitigation measure determines the structural integrity of the hangars relative to their
potential for relocation. If at least one hangar is structurally sound enough for relocation, then
general mitigation measures will follow a track that includes the documentation of the hangar’s
historic past and current structural condition, assessments of appropriate methods to relocate the
hangars, and the physical relocation, stabilization, and partial structural rehabititation of the
historic hangars. If at least one hangar is determined too deteriorated for relocation, then that
resource will be historically documented in a manner consistent with the National Park Service's
Historic American Building Survey (HABS) standards.
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Project Overview

The Hamilton/Ravalli County Airport is now accommodating aircraft which exceed the
operational design limitation of the existing facility. Currently, a 200-foot wide runway to
taxiway separation does not meet the minimum 240-foot wide separation established by the
Federal Aviation Administration (FAA) for aircraft using the airport. A new runway will be
constructed east of the current runway, allowing the current runway to be reused as a taxiway.
One goal of the proposed improvements is to increase the safety for both aircraft operators and
those on the ground. Other project benefits inciude the creation of a preventative maintenance
plan for the airport’s pavement system once new construction is in place, and creation of the
conditions needed for the safe expansion of modern hangar facilities and aircraft parking areas.

Two historic airplane hangars are located on land that, once purchased by the airport, would
become part of a ‘buffer zone’ along the south end of the proposed new runway. According to
Morrison-Maierle, Inc. (MMI), no structures can be built or remain standing in such areas, as
they pose safety risks to incoming or outbound aircraft. As such, the undertaking poses adverse
impacts to the two historic hangars. As noted briefly, the hangars and the buffer zone land are
not currently owned by the airport, but by the Daly Ditch Irrigation Company. Purchase of the
land around them and the hangars is planned at some date subsequent to approval of the EA, and
is necessarily for the implementation of recommended mitigation measures.

The EA outlines four project alternatives, generally described as:

Alternative 1 —No change to current runway configuration;

Alternative 2 — Minor change to current runway configuration;
Alternative 3 — Construct new runway 240’ east of current runway, and;

Alternative 4 (the Preferred Altemmative) — Construct new runway 400" east of current
runway.

There would be no effect on the identified historic properties under Alternatives 1 and 2 and no
need for mitigation. However, under Alternatives 3 and 4, adverse effects to the historic
properties would be identicel, creating the need for mitigation measure identified below as Track
1 and Track 2.

On February 7, 2006, the Hamilton/Ravalli County Airport Board voted to approve a general
course of action for the mitigation of adverse effects to the historic hangars, described below.

Regulatory Environment

The relevant regulations that formed the requirement for this cultural resources mitigation plan
are the National Environmental Policy Act (NEPA) and Section 106 of the National Historic
Preservation Act (NHPA), as well as other relevant Montana state statutes. The NEPA and
Section 106 of the NHPA both require a review of project and program effects on the human and
cultural environment. An effect is considered adverse when that effect diminishes the
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characteristics of a historic property to the extent that it is no longer possesses characteristics
which create eligibility for the National Register of Historic Places. These laws include:

Federal Statutes
* National Environmental Policy Act of 1969 (NEPA)

On January 1, 1970 the National Environmental Policy Act of 1969 (NEPA) was signed inta law.
NEPA established a national environmental policy intentionally focused on Federal activities and
the desire for a healthy environment balanced with the other essential needs of the nation. NEPA
established a mandate for Federal agencies to consider the potential environmental consequences
of their proposals, document the analysis, and make this information available to the public for
comment prior to implementation. The environmental protection policy established in NEPA,
Section 101, is supported by a set of "action forcing” provisions in Section 102 that form the
basic framework for Federal decision-making and the NEPA process. This includes the
systematic consideration of alternatives and examination of the direct, indirect, and cumulative
environmental impacts associated with implementation of proposed federal actions.

For this project, an Environmental Assessment (EA) is being prepared to determine whether the
undertaking significantly affects the quality of the human environment. Cultural resource
considerations under the National Historic Preservation Act (NHPA) are often coordinated under
the “umbrella” of NEPA.

National Historic Preservation Act of 1966 (NHPA) & Section 106 of the NHPA

The NHPA established the federal government’s policy on historic preservation, as well as the
national historic preservation program through which that policy is implemented.

e Section 106 (36 CFR Part 800) of the NHPA

Section 106 of the NHPA requires that federal agencies having direct or indirect jurisdiction over
a proposed federal, federally assisted, federally funded, or federally permitted undertaking, prior
to approval of the expenditure of funds or the issuance of a license, take into account the effect
of the undertaking on any district, site, building, structure, or object included in or eligible for
inclusion in the National Register of Historic Places (National Register). The Advisory Council
on Historic Preservation (ACHP) is the agency that oversees the federal relationship with historic
preservation, and has the option to actively participate in consultation.

Within the Area of Potential Effect (APE) for this particular undertaking, two historic hangars
have been identified as eligible for inclusion in the National Register. The project, as designed,
will have a significant adverse effect on the properties. Under Section 106, “removal of the
property from its historic location™ is an adverse effect.

However, the law provides a path to mitigating significant adverse effects to levels that the lead
agency (FAA), the SHPO and other consulting parties can agree are less than significant. Once
measures have been agreed to between the FAA and SHPO which lead to the resolution of
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adverse effects, a Memorandum of Agreement (MOA) is created between FAA and SHPO. The
FAA, SHPO and ACHP are all signatories to the MOA, and documentation, such as the
mitigation measures provided in this document, may be provided as part of the MOA. At this
point, the undertaking may proceed.

Montana State Statutes
» The Montana Antiquities Act, as Amended (1995)

This Act addresses the responsibilities of state agencies regarding historic and prehistoric sites.
Each state agency is responsible for establishing rules regarding these resources that address
National Register ¢ligibility, appropriate permitting procedures, and other historic preservation
goals, including a permitting process prior to archeological work on state lands.

Cultural Resources Inventory Background

The Hamilton/Ravalli County Airport Board and Ravalli County Commission, with funding
assistance from FAA, are planning a series of improvements to airport facilities which include
the relocation and enlargement of the airport runway. Because of FAA's role in the project,
compliance with federal environmental regulations is required.

To satisfy the cultural resources component of the overall EA process as required by NEPA,
Morrison-Maierle, Inc. (MMI) retained GCM Services, Inc. to conduct a cultural resource
inventory of the Area of Potential Effect (APE). The objective of the field survey was to
identify, through background research and field survey, any cultural sites over fifty years old,
determine whether a located site was listed or eligible for the National Register of Historic
Places (National Register) and assess whether those listed or eligible sites would be adversely
affected by the proposed undertaking. See appendix B for the GCM report.

In their May 2004 report, GCM identified two new historic sites, the Leonardi Farm Complex,
site #24RA769, and what was recorded then as the Daly Ditch Irrigation Buildings, site
#24RAT70 (referred to throughout this report as the Hayward Hangars). GCM recommended the
Leonardi Complex as eligible to the National Register, but also recommended the Hayward
Hangars as ineligible for the National Register. FAA, in correspondence to the Montana State
Historic Preservation Office (SHPO) concurred with GCM’s findings, noting that

“The proposed runway reloeation project moves the ranway environment further

away from the old Leonardi Place (400 feet further ease and 1,000 feet further north)

and in itself will have no impact on these potential historic structures. The proposed project
is also well away Irom the potential historical interests...[W]e have reviewed this report and
agree with the conclusions reached by GCM Services, Inc” (FAA, June 18, 2004).

However, the SHPO disagreed with GCM’s conclusions regarding NRHP eligibility for the
Hayward Hangars. Instead, the SHPO found that the two historic airplane hangars which
comprise the site were indeed National Register eligible. FAA has since concurred with SHPO's
new determination of eligibility for the two historic hangars. See Map 1, “Location Map” on the
following page for an overview for the APE surveyed by GCM, as well as the location of
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relevant historic properties. Appendix A includes site forms revised by MPA for the Hayward
Hangars.

FAA Airport Improvement Program and Recommended Mitigation

FAA and the runway relocation plan demands that buildings and structures located within the
runway buffer zones be relocated—an important safety concern but a serious impact to the
integrity of the historic properties, as defined by 36 CFR 800.

The relocation of the two hangars represents an adverse effect to historic properties, and created
a need to mitigate or reduce the adverse effect to no effect or no adverse effect. SHPO
concluded that a mitigation plan should be prepared for the two airport hangars. Mitigation
measures herein are designed to provide a means to reduce project effects to levels which are less
than significant, provide methods through which FAA, SHPO and the ACHP may agree to an
MOA, and preserve the historic hangars and create the opportunity to build public recognition of
their value to local and regional history.

Ravalli County Airport improvements would be funded under the FAA Airport Improvement
Program (AIP), a federal grant program. Key performance indicators for the program include the
elimination of airport conditions that cause accidents and security breaches; noise reduction; and
the maintenance of at least 93% of airport pavement in fair or better condition.” AIP grant funds
are made available through a contract between FAA and the local airport owner, referred to as
the sponsor. The funds for AIP grants come from the Aviation Trust Fund, and the amount is
determined through a 95/5 match, where FAA pays 95% of the cost of the project and the
sponsor providing the final 5% of the overall cost of the project.

Ownership of all airport facilities, including improvements made through AIP grants, remains
with the sponsor. Consequently, recommended mitigation measures are described as the
responsibility of the sponsor, but will be funded under the grant match framework described
above, pending agreement through an MOA between FAA, SHPO, and the sponsor, Ravalli
County Airport.

* For more information on the AIP, see

http://www.whitehouse.gov/omb/budget/fy2004/pma/faagrants.pdf#search=F A A%20airport%20improvement%20p
rogram'

7
Cultural Resource Mitigation Plan for the Hamilton Airport—FINAL Montana Preservation Alliance
Ravalli County, Montana May 2006



Map 1 ~ Project Area and Historic Praperties in Relation ta the Airport and the Town of

Hamilton.
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Cultural Setting

"This is not a time when women should be patient. We are in a war and we need to fight it
with all our ability and every weapon possible. Women pilots, in this particular case, are
4 weapon waiting to be used.”  Eleanor Roosevelt, 1942

The Hayward Hangars occupy a unique niche in Hamilton history, and potentially, Montana
history, for their place in aviation history, women’s history, and for their relationship to Dr.
Herbert Hayward, who played an important role in the development of aviation in Ravalli
County and Montana.

Dr. Herbert V. Hayward moved to the United States from England in 1899, when he was 17
years old. After earning his medical degree, he became a doctor for the Northern Pacific
Railroad. He left the railroad to practice medicine in the Bitterroot Valley in 1910.

While Dr. Hayward maintained his medical practice in Hamilton for many years, gaining a
regional reputation as one of the foremost physicians in the treatment of Rocky Mountain
Spotted Fever, aviation became his
greatest passion. He became the
founding father of Bitterroot Valley
aviation as well as a strong
advocate for aviation statewide.
Hayward himself trained a number
of pilots for service in World War
1I, and was instrumental in securing
the federal funding which supported
the construction of the hangars
during World War II. Hayward
played an important role in the
purchase of the first local airport
site, purchased the first airplane
owned and based in Hamilton, and
began his Hayward Flying Service
at the current hangar location. He
was also a significant figure in the formation of the Montana Aeronautics Commission.

Dr. Hayward poses on the airport’s former grass runway.

Ravalli County leaders began to see the utility of flight to meet local commercial and
transportation needs during the 1920s, and worked to locate a suitable landing field near
Hamilton. In 1934, land that made up a portion of Marcus Daly’s historic Bitterroot Stock Farm
was selected and leased (and later purchased) from the Daly estate.

Following final federal approval, the federal Civil Works Program (CWP), a New Deal program,
began construction of the Hamilton Airport landing field. The original grass field, which
occupied the site of one of the first barnstorming fields in the Valley, was constructed in a “T*
shape, with a north/south runway a quarter of a mile long and 400° wide, and a identically
dimensioned similar east-west runway that ran parallel to today’s Tammany Lane, then referred
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to as “airport road.” Dr. Hayward’s original hangar, built in 1934 and the original home of the
Hayward Flying Service, was constructed soon after the grass runways were completed. The
east/partion runway lay just north of Dr. Hayward’s original hangar, which today forms the rear
portion of Hangar 1.

Soon after Pear] Harbor, it became clear that a shortage of male pilots would have a seriqus,
detrimental effect on the capabilities of the U.S. Army Air Force (USAAF). Army Air Corps.
leadership began to seriously consider women pilots for non-combat missions such as ferrying
aircraft from factories to military bases, and towing drones/aerial targets. Units were established
separately (as the Women’s Flying Training Detachment and Women's Auxiliary Ferrying
Squadron (WFTD and WAFS), respectively) in 1942, then merged to form the Women Air Force
Service Pilots (WASPs) in 1943,

Out of approximately 25,000
applicants nationwide, 1,830 women
were accepted into the WASP
training program and 1,074
graduated. 38 WASPs died in service
to their country, including Evelyn
| Sharp, who grew up in Nebraska but
e b _ | wasbomn in Melstone, Montana. The
- | . . .| WASPs were considered civil service
’ : = . employees and did not receive

= ' s =~ | military status. On June 21, 1944, a

Hangar 1, soon after construction in 1942. Hayward’s bill to give the WASP military status
original hangar forms the rear of the new hangar. was narrowly defeated. In late 1944,

the USAAF disbanded the WASP
effort. Finally, in 1977, President Jimmy Carter signed legislation granting the WASP military
status and thus access to Veterans benefits.

The Hayward Flying Service played an important local role in homeland defense after the United
States entered World War II. In early 1942, flight instructors and mechanics were secured which
enabled the Hayward School to begin pilot training for wartime service, It was at this time and
for these reasons that Hangar 1 was constructed in 1942 with U.S. War Department funds.
Hayward’s original hangar now forms the rear portion of Hangar 1. Further alterations to this
hangar include a 1943 eastern addition to the hangar, which provided classroom space for
aviation students who were participating in the ferry pilot program. The largest structure, the
Quonset-style structure referred to here as Hangar 2, was built in 1945 to house the growing
number of aircraft based at the airport, which, following World War II, were used to train
returning soldiers under the G.I. Bill. Al these aircraft were owned and operated as part of the
Hayward Flying Service.

The instructional course offered to women pilots at Hamilton Airport was the first phase in the
overall WASP training program. Successful completion of the Hamilton flying course qualified
students for advanced training at the Woman's Auxiliary Ferrying Service School at Avenger
Field in Texas, today’s home of the National World War 11 WASP Museum.

10
Cultura! Resource Mitigation Plan for the Hamilton Airport—FINAL Mantana Preservation Alliance
Ravalli County, Montana May 2006



In September 1943, the first class of five
Montana women began their training
with the Hayward Flying Service.
- 3 In 1944, plans for a second class were

G ey ' | derailed when the military ended the
program.

Besides the WASP program, the
Hayward Flying Service trained other
young pilots who later served in World
War 1I. Charles Duus, who later wrote

: Soaring With Eagles (2001), an account
Dr. Hayward, instructors, and the five Montana women g gles { ):

who formed the Hayward Flying Services’ first WASP of the history of flight in the Bitterroot
g lelasa Valley, learned to fly at the Hayward

Flying Service and served as a bomber
pilot over Europe during World War II. He was shot down over Germany and spent the last
months of the war in a prisoner-of-war camp before returning to life in the Bitterroot Valley and
flying at the Hamilton Airport. Ruth Reese Centers, then a local high school student, also
received training at the Flayward school. At age 16, she became the first licensed women pilot in
Ravalli County, and potentially, Montana during that time.

- : E 3 . ! f i
J = = I ,.: .
o i { S :

; e L
B RS s satass

During the summer of 1946, Dr. Hayward retired from his company. New management renamed
the company Bitterroot Flying Service, then Hamilton Flying Service. In 1949, the Hamilton
Airport runway was expanded to 3,800 feet, and in the 1950s the eirport was subject to major
renovation, which included a further runway extension. The hangar area was relocated to the
northwest part of the field, though the Hayward Hangars were left in place. During this era,
aviation activities at the Hamilton Airport took many important forms, including search and
rescue operations in the nearby national forest, air freight, wildlife salting programs, aerial grass
seeding, aerial spraying, and continued flight instruction.

The Hayward Hangars remained in their original location but were no longer used to store
aircraft. Ownership was transferred to the State Water Board and later sold to the Daly Ditch
Irrigation Company. Since that time, the hangars and the surrounding grounds have been used
by the Daly Ditch Irrigation Company for administrative offices, maintenance shops, and vehicle
and equipment storage.
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Mitigation Plan Overview
Methodology

In November 2005, Morrison-Mairle, Inc (MMI), contracted with the Montana Preservation
Alliance (MPA) to create a mitigation plan to manage effects to historic properties located on
land anticipated to be acquired under the current plan by Ravaili County to improve the airport
complex. The mitigation plan was prepared in consultation with persons who have concerns
about or knowledge of the affected cultural resources. MPA performed project background
research at the SHPO, the Hamilton Ravalli County Airport, the Bitterroot Valley Historical
Society, and received project information from MMI. MPA also conducted multiple site visits to
the hangar location, recording the hangars with digital photographs and recording GPS markers.
MPA further consulted with SHPO, including a site visit to the project area with Peter Brown of
the Montana SHPQ, and met with the Hamilton/Ravalli County Airport Manager and Airport
Board. MPA also met with members of the Bitter Root Land Trust and Ravalli County Aviation
Safety Foundation, Inc.

Mitigation is a process that lessens impacts to historic properties by planned undertakings that
are proposed in proximity to historic properties. Preservation of the historic property in its
historic setting is the most desirable mitigative cption. If this is not possible, then the goal of
mitigation measures is to express the historic significance of the property in new ways. For
historic buildings that have been determined to be eligible for the National Register, cultural
resource professionals can document the interior and exterior conditions, and consider mitigation
strategies that recommend the building to fill a new need in a manner that respects the building’s
historic integrity. Mitigation may also take the form of site enhancement, such as the restoration
and/or stabilization of all or a part of the site. Public outreach programs can be important parts of
mitigation plans. When avoidance fo impacts on resources is not feasible, meaningful mitigation
generally takes the following forms:

¢ Modifying the proposed undertaking through redesign, reorientation to the project site,
and other similar changes;

» Rectifying the potentially adverse effects by rehabilitation, repairing, or restoring the
affected resources;

s Compensating for the potentially adverse effects; for example, through the recovery,
preservation, and interpretation of scientific, prehistoric, historic and archeological data
that express its value to the public; and,

e Minimizing the potentially adverse effects over time through preservation and
maintenance activities throughout the life of the project.

This plan is a mitigation strategy through which FAA may meet its responsibilities related to
cultural resource goals and objectives related to the stewardship of the historic Hayward
Hangars. The critical first phase of mitigation is a determination of the hangars’ structural
integrity relative to their relocation. FAA should directly and quickly move to fund the initial
evaluation of the hangars’ structural integrity relative to their potential for relocation, because it
is this important first step which will guide future mitigation measures. Anticipating that one or
more of the hangars can be relocated, recommended mitigation will follow a track (referred to as
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Track 1) to relocate, partially rehabilitate, and provide the historic preservation support required
for the long-term stewardship of the historic hangars. Track 1 mitigation describes measures that
are generally divided into two phases: 1) preservation planning, and 2) relocation and initial
rehabilitation.

This plan additionally offers a generalized, long-term vision for the historic hangars’ that
includes overall site planning, interpretive and museum site planning of local and aviation
history, renovation of hangar interiors for reuse, and heritage tourism. Projects related to this
portion of the plan will likely be supported through local initiative and funding, but will be
difficult to accomplish without the critical, foundational support of FAA through earlier
mitigation measures. This overview is not offered as a mitigation requirement but as only one
potential future for the resources which sustains and enhances their historic integrity for
community benefit.

If relocation of the hangars cannot be structurally achieved, then documentation of that structure
or structure as described by the guidelines of the National Park Services' (NPS) Historic
American Building Survey (HABS) program is recommended. In this event, a plan for
acceptable mitigation is described in Track 2. After satisfactory documentation has been
prepared, the hangar or hangars may be demolished.

Mitigation Plan Goals

For cultural resources, SHPO has determined that due to the distant locations of the Hedge Ditch
(site #24RA764) and Leonardi Homestead (site #24RA769) from the undertaking, the proposed
project “represents no adverse effect to these eligible properties” (SHPO cotrespondence, July 8,
2004). Because of this determination, the mitigation plan has been crafted for the preservation of
only those historic properties impacted by an adverse effect, the historic airplane hangars.

The long-term preservation, stewardship, and reuse of Hamilton Airport’s historic airplane
hangars are the broad goals behind the mitigation plan. Relocating the hangars to an area
adjacent to the current airport complex provides the opportunity for overall mitigation planning
that includes the following broad goals:

Goal A: Maximize the public benefits provided by the Hamilton/Ravalli County Airport.

Goal B: Minimize the loss of local cultural resources that represent unique and important
aspects of Hamilton and Ravalli County history.

Goal C: Enhance the ability of historic properties and cultural resources to withstand the impact
of hazards and threats while maintaining their historic integrity, and create dynamic new
uses for local historic buildings which promote and preserve local and regional history.

Goal D: Inspire, encourage and support other local efforts to identify, evaluate, and designate
historic properties and cultural resources in Hamilton and Ravalli County,
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Mitigation Plan Objectives

The plan objectives provide a general roadmap for successfully achieving mitigation plan goals.
These include:

Objective 1. Document the hangar’s current structural condition;

Objective 2.  Assess appropriate methods to reocate, rehabilitate and stabilize the historic
properties in the context of the resources’ future use.

Objective 3.  Craft a plan for the adapted re-use of the hangars to promote long-range use and
stewardship for community benefit;
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Recommended Cultural Resource Mitigation Measures

The value of an historic property is more than the sum of its structural parts. Of almost equal
importance is the building's relation to the surrounding landscape, its "sense of place" within the
landscape. Even in the most carefully planned and executed relocations, some of the historic
property’s structural integrity may be compromised.

For the Hayward Hangars, relocation is the only means of saving the resources from demolition.
The Airport Board has selected a new site for the airplane hangars within airport grounds, which
generally retains the historic relationship that the hangars have with the landscape that surrounds
them.

Several decades of use by the Daly Ditch Irrigation Company have had an overall detrimenta}
effect on the condition of the hangars as well as their immediate setting. Time and neglect have
caused general deterioration to occur on the exterior walls of the hangars and the roofing appears
to be deteriorated. The interiors have also been modified to meet the needs of the Daly Ditch
Irrigation Company.

On February 7, 2006, the Hamilton/Ravaili County Airport Board voted 1o support nitigation
measures to relocate the Hayward Hangars that are contingent on two critical early steps. First,
the sponsor must purchase the hangars and the land currently owned by the Daly Ditch
Company. Then, the hangars are to be structurally evaluated to ensure they retain structural
integrity to make relocation possible. Following this assessment, mitigation would follow track
one, track two, or a combination thereof, as described below.

Mitigation Measures Recommended to the Federal Aviation Administration

The following phased mitigation measures are designed to enable FAA to meet Mitigation Plan
Objectives 1, 2, & 3. By meeting these objectives, FAA and the sponsor, will create the
conditions required to meet overall mitigation goals.

First, the sponsor should retain a qualified structural engineer with expertise in historic buildings
to evaluate the structural integrity of the hangars. The engineer will verify the structural fitness
of the hangars for relocation to a site on airport property that is adjacent to the current hangar
complex. Once the engineering evaluation has been completed, FAA and SHPO would coneur
with the sponsor’s determination that relocation is feasible or infeasible for at least one of the
hangars, mitigation would follow one of two tracks, or a combination thereof.

Track 1 ~ Once the hangars are determined to be structurally fit for relocation, the sponsor
should support preservation planning to include completion of a Historic Structures Report
(HSR) and National Register of Historic Places nomination.

Then, the sponsor should commence the physical relocation of the historic hangars, including the
construction of an access road from Tammany Lane to the new site, fencing to secure the new
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hangar site within the current airport complex, and foundation construction for the hangars.
Once relocation and stabilization (essential to the long term viability of the structures) has been
completed, the sponsor should support the installation of a historically-appropriate, insulated
roof for both hangars, as well as general exterior restoration work, including the repair of
deteriorated wood cladding, new paint, and the restoration of the hangar doors to their historic
appearance. These restorations would conform to the guidelines set forth by the HSR, by the
Secretary of the Interior’s Standards for the Treatment of Historic Properties, and through
consultation with the SHPO and local stakeholders. At this point, the sponsor should secure the
structures from unauthorized entry.

Finally, the sponsor should establish a setting and feeling appropriate to the hangars® historic
period of significance. As the future location of the hangars will generally coincide with the site
of original grass runway historically associated with the hangars, the sponsor should undertake
the reconstruction of a portion of the original grass runway for interpretive purposes at a location
to be determined during future site planning. Supporting the future historic runway
reconstruction for interpretive uses will contribute to the adaptive reuse of the hangars and long-
term stewardship of the historic properties located within airport boundaries.

Track2 ~ the sponsor would undertake the historical documentation of those hangars
deiermined as structurally unfeasible to relocate, described below in greater detail.

Finally, if a single hangar was evaluated as moveable while another was not, the first hangar
would follow the recommended track 1 mitigation measures while effects to the second hangar
would be mitigated following track 2 actions.

Track 1, Phase 1 — Preservation Planning

Historic Structures Report Preparation

Creation of a Historic Structures
Report (HSR) is a significant
mitigation measure for the historic
hangars, and will address building
condition, later modifications, and
structural considerations that will
provide important baseline data for
relocation planning and future
rehabilitation. A qualified
professional, such as an architect
with a background in historic
preservation or an historical
architect, is recommended to

et . . £ 1

. The deteriorated condition of Hangar 1 demonstrates the need
prepare the HSR. An HSR is an for an HSR to guide future rehabilitation and reuse.
invaluable reference tool that can be

used in conjunction with other information to minimize the loss of significant historical material
or character when making decisions that will affect a historic structure.
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Generally, a concise and effective HSR. includes the following:

* A Management Summary. This is a concise account of research done to produce the
HSR, major research findings, major issues identified in the task directive, and
recarnmendations for treatment and use. Administrative data on the structure and related
studies are included.

Part 1, Developmental History. This is a report which documents the evolution of the
historic structures, its current condition, and the causes of any deterioration. It is based on
documentary research and physical examination. This section should also briefly
describe the people and events associated with the hangars.

In addition, the physical construction, modifications, and use of the structure should be
summarized in this section. The text should be based on historical documentation with
corroboration from field observation and the evaluation of the building materials used.

Finally, Part I should contain a systematic accounting of all features, materials, and
spaces according te age, significance, and condition. The text should also discnss causes
of deterioration and structural adequacy.

» Partll, Treatment and Use. This section will present and evaluate alternative uses and
treatments for the historic hangars. Emphasis is on preserving existing historic material
and resolving conflicts that might result from the structure’s uttimate future use. In
concise terms, this section outlines applicable laws, applicable land use regulations, and
functional requirements. Specific attention should be given to issues of human safety, fire
protection, energy conservation, abatement of hazardous materials, and handicapped
accessibility. Part Il concludes by recommending a treatment and use responding to the
objectives identified by airport management, concerned parties, and this mitigation plan.

¢ Part 3, Record of Treatment. This is a compilation of information documenting actual
treatment. It includes accounting data, photographs, sketches, and narratives outlining the
course of work, conditions encountered, and materials used. An appendix should include
a bibliography, drawings, photographs, and building materials analysis.

Overall, all aspects of the historic hangars and their immediate grounds should be addressed in
the HSR which will provide reference. If changes to historic buildings begin without an HSR as
a guide, the historic integrity of the hangars may be compromised and physical evidence
important to understanding the history and construction of the building may be lost. Preparation
of a report helps ensure that the history, significance, and condition of the property are
understood and taken into consideration throughout the buildings new life. A well-prepared HSR
is an invaluable preservation guide. See appendix C for the National Park Service Preservation
Brief 43, The Preparation and Use of Historic Structure Reports.
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National Register of Historic Places Nomination

A cultural resource professional should be retained to craft a nomination for the Hayward
Hangars to the National Register of Historic Places. ldeally, listing of the properties would
occur prior to the relocation of a hangar or hangars. Once a historic property has been listed on
the National Register, there are no federal restrictions on the movement of buildings. If this is
not possible, then the National Register nomination could proceed during phase 2 of this track.
As the National Register’s “criteria consideration™ for moved properties notes, “A property
removed from its original or historically significant location can be eligible if it is significant
primarily for architectural value or it is the surviving property most importantly associated with a
historic person or event” (National Register Bulletin 15).

The SHPO has determined that the Hayward Hangars are eligible for the National Register.
Hangar 1 is determined as eligible under Criterion A for its association with early Montana
aviation history, as well as its connection to the war effort. SHPO states that Hangar 2 is eligible
under Criterion C as a good example of utilitarian Quonset style construction popular during
World War II. SHPO noted that Hangar 2 may also be eligible under Criterion A, but that its
postwar contributions are not yet well documented (such contributions would be documented by
the National Register nomination Further, both hangars are potentially eligibie under Criterion B
for their relationship with Dr. Herbeit Hayward, who played an important role in the
development of aviation in Montana, and was instrumental in securing the federal funding which
supported the construction of the hangars during World War I1.

Track 1, Phase 2 - Hangar Relocation and Structural Restoration

Hangar Relocation

Designated by the Ravalli County Airport Board, the general area proposed as a new hangar
location is also a historically appropriate setting for the relocated hangars. The new site is
approximately 200-400 yards west of the current site, but planning the relocation of historic

buildings is a delicate and complicated process. The exact future location of each hangar should
be determined through consultation -

between SHPQ, FAA, and the sponsor.

* Before relocation occurs, the
sponsor should ensure that the
proposed location for each
hangar meets requirements for
future site planning, which may
include parking areas, disabled
access, future museum and
interpretive activity, as well as

any building permits that may be — :
required by Ravalli County Ditch requiring culvert access road to new hangar site
Zonin g codes. (hangars in background).
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» The sponsor should retain a structural engineer to plan and supervise the relocation of the
resources, including the construction of a new, north/south culverted access road
connecting Tammany Road to the hangar’s new location.

Local contractors may be available to move the buildings, and SHPO or the National Trust for
Historic Preservation (NTHP) may offer a directory of contractors qualified for such a project.
The NTHP offers general advice on relocating buildings, noting that the “The International
Association of Structural Movers (IASM) is a good place to start looking for a contractor to
move an historic building. The JASM is an organization whose members are actively involved
with moving houses, bridges, ships, and other structures, and who manufacture products used in
moving these structures. The IASM’s web site, www.iasm.org, lists their members by state.”
Two JASM member firms are located in western Montana.

The new hangar site should also be secured with fencing to ensure a safe separation between the
new hangar site and the airport complex.

Hangar relocation should be undertaken in such a way to avoid interference with airport
operations. One recommended strategy would be to store the hangars on airport-owned land
(such as the Leonardi Homestead) until the proposed new runway (under the preferred
alternative #4) is completed and while foundations at the new hangar location are under
construction. Once the new runway is operational and foundations completed, the hangars may
‘be relocated to the new location. This will.avoid conflict with airport traffic at the current
runway will still operational, as wel] as the new runway once completed.

Hangar Orientation and Structural Preservation

» The fagade of Hangar | faces north, while the fagade of Hangar 2 faces south.
Historically, this orientation reflected that fact that a T-shaped grass runway (now non-
existent) ran between the hangars, with the east/west portion of the *“T™ crossing between
the two hangars during their era of primary use. As such, the current location and
orientation of the hangars have little connection with the configuration of the current
runway and associated modern hangars, though the overall airport setting is an important
contributing element to the continuing historicity of the hangars.

The historic orientation of the hangars, offset with facades facing each other, should be
repeated in the new location. This pattern would also be replicated in the event that only
a single hangar is relocated. This will allow for the future development of a Museum and
Interpretive Plan where a portion of site is transformed into a small-scale replication of
the original airport complex, incorporating both the hangars as well as a T-shaped grass
runway modeled on the original.

Map 2 (following page) shaws the current location of the historic hangars and demonstrates the
projected locations of the hangars,
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Map 2 ~ Current Location of the Historic Hangars and Projected General Location of the

Historic Hangars.
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Hangar Orientation and Siructural Preservation, continued

Critical to the long-term
stewardship of the
hangars, as well as their
reuse, is the fabrication of
poured concrete
foundations for the
hangars. Throughout their
life, the hangars have
rested on the soil, and the
ground-level portions of
the hangar structures may
have deteriorated as a
result of long-term contact

View from the current hangar site to the potential new hangar location with moisture, freeze-
approximately 200 yards to the west.

thaw cycles, etc.

A foundation contractor should be retained to determine the condition of the two structures prior
to placement on the new foundations, and conclude whether portions of the hangars skould be
rehabilitated prior to placement on a new foundation.

General recommendations for the new hangar foundations include:

Slope the ground away from the foundation to move water away from the building.
Keep landscaping several feet away from the foundation wall. Vegetation retains
unwanted moisture against buildings, and roots may cause the new foundation to
shift and crack.

Consider French drains or another drainage method to ensure that water does not
run down the foundation wall or get trapped along it.

Use splash blocks to divert water away from the foundation wherever downspouts
are not connected to underground drains.

Foundations should not be painted, sealed, or coated with decorative or waterproof
plaster. Such actions could prohibit the natural movement of moisture through
masonry and cause foundation problems.

Rehabilitate the structural portions of the hangar related to the new foundation. as
needed.
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Track 2

The Historic American Building Survey (HABS) “mitigative documentation™ was formed under
the provisions of Section 106 of the amended National Historic Preservation Act of 1966, As the
National Park Service (NPS) states, “Federal agencies must produce documentation to set
standards for buildings that are listed, or are eligible for listing, in the National Register of
Historic Places, to mitigate the adverse effects of federal actions such as demolition or
substantial alteration. NPS field offices [for this project, the Denver Support Office] oversee this
aspect of HABS documentation, final review, and approval by the HABS office in Washington

D.C. Mitigation documentation is then included in the HABS Collection” (see the NPS/HABS
wehsite at hitp://www.cr.nps.gov/habshaer/habs/habsmitahtm).

Three (3) types of data form the overall HABS documentation: measured drawings, written
histories, and large-format photographs. Further, there are four (4) levels of HABS reporting, all
of which use, to varying extents, the three types of required data. Level 1, the most complete
reporting standard, demands a full set of measured drawings that demonstrate historic or current
conditions, photographs that include historic views as well as large-format negatives of exterior
and interior views as well as negatives of existing drawings, and a historica) description of the
resource. Meanwhile, Level [V merely requires a “HABS/HAER (Historic American
Engineering Record) Inventory Card,” that the NPS/HABS guidelines themselves describe as
“rarely constdered adequate documentation for the HABS/HAER collections” {p. 6,
HABS/HAER Standards). See Appendix D for the National Park Services® HABS/HAER
Standards.

FAA, SHPO and the sponsor should consult and concur regarding the most appropriate level of
HABS documentation for the resources should this form of mitigation be necessary.
Recommended, supportive documentary measures would include an oral history project with
individuals historically associated with historic hangars and local aviation, and the collection of
historic photographs. Copies of all of the documentary material will be archived with the
Bitterroot Valley Historical Saciety and Montana State Historical Society, as well as the
appropriate HABS repository.
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Long-term Stewardship and Use

This phase of the stewardship and use of the historic hangars is not recommended as a direct
responsibility of the FAA. Instead, this general description of the future use of the hangars is
included to demonstrate the extraordinary opportunity the airport improvement project provides
for the revitalization of significant historic resources related to the aviation and social history of
the Bitterroot Valley. Recommended mitigation measures are of critical importance to the long-
term use, preservation, and documentation of the historic hangars, as well as to the notion of
providing meaningful mitigation for impacts to historic properties.

Citizen committees involved with both local aviation and local history have crafted a future for
the hangars with historic preservation and historical interpretation as its guiding principle. While
an Interpretive and Management Plan is not yet written for the hangars, a number of
preservation-based visions have been created which demonstrate the value and usefulness of the
historic hangars. The following is an overview of the thoughts provided by these citizen
organizations.

Future Reuse and Historic Interpretation

Preservation of the Haywood Hangars and restoration of these propertle=' as an interpretive site
offers an opportunity to tell 2 little known, yet compelling 20" century story and, by so doing,
keep that important history alive. The important contributions of women and local communities
to the World War II war effort, and the story of early aviation in Montana are important themes
that can be told here as nowhere else.

The interpretation and preservation of historic sites are inextricably linked, and should be
planned together to reach an authentic experience. There is tremendous power in the actual site
where historic events occurred, where authenticity makes the past immediate. Authentic sites are
more attractive for heritage tourism, meaning that interpretation of aviation history at the historic
hangars and the ability to physically link that history with other significant Bitterroot Valley
locations has real economic advantages that support the sense of recognizing a significant
historic past. The goal is the creation of the “Farmers and Flyers Heritage Park,” which would
serve as a “multi-faceted community resource, historical park and trail system celebrating the
agricultural and aviation history of the Bitterroot Valley” (Farmers and Flyers Vision Statement,
2005).

Hangar and Landscape Use and Rehabilitation

The site plan of the relocated hangars would be designed to accommodate a replica of the T-
shaped grass runway. Site planning would also include visitor parking, as well as designated
spaces for picnic areas, signage, and wayside displays related to local historic significance. A
traif system is also envisioned which will eventually link the new hangar location with the
Leonardi Homestead, and, eventually, to other significant historic properties such as the Daly
Mansion and the Bitterroot Stock Farm.
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Both hangars would undergo exterior restorations to stabilize them structurally and return them
to their historic appearance, including, potentially, the Hayward Flying Service historic signage
that is so prominent in historic photographs of the structures. Uses for Hangar 1 include reuse as
a multi-purpose space which would include classrooms, conference space, multi-media
presentation room, as well as support capabilities including a kitchen, restrooms and storage.

Hangar 2, meanwhile, has the potential for use as an aviation museum. A small number of
historic aircraft (ideally, those aircraft once part of the Hayward Flying Service) could be
acquired for interpretive purposes, and the restoration of these aircraft could be a centerpiece of
an historic exhibition. An example of such a program is found at the historic Floyd Bennett
Field, a part of the National Park Service’s Gateway National Recreation Area in New York
City. One historic hangar at the now-defunct airfield (New York City’s first municipal airport)
serves as the home for the Historic Aircraft Restoration Project (HARP), where skilled flying
enthusiasts restore historic aircraft in view of the public. Dr. Herbert Hayward’s role in local
aviation history, the growth of flight in the Bitterroot Valley, and interpretation of the
WAFS/WASP programs are all important historical events that are suitable for museum
exhibition.

The HSR and National Register nomination, funded by FAA, would allow for both the
historically sensitive rehabilitation of the hangars and provide critical baseline information
related to the historic uses of the hangars.

Museum Collection, Exhibits, and Interpretation
Creation of an Interpretive and Management Plan

Citizen groups may wish to begin creation of an Interpretive and Management Plan early in the
process, prior to the relocation of the hangars and perhaps in concert with the HSR and National
Register nomination. The National Register offers a bulletin entitled Teiling the Stories:
Planning Effective Interpretive Programs for Properties Listed in the National Register of
Historic Places (2002), which may be of assistance in initial interpretive planning once the
hangars are listed in the National Register.

The Interpretive and Management Plan will outline the hangar’s historic narrative as well as how
the narrative will be interpreted. Research sources should be identified, as should the form of
interpretation. The site should also be planned in detail. The plan shouid set priorities and
identify potential partners and relationships. It should be as specific and as detailed as possible,
and it should allow for future revisions so that it can adapt to changes in the interpretive
environment or new research that identifies new interpretive directions.

This plan should include a research design that describes the historic data required to document
and create exhibits. The research design will describe what sources exist, their locations, how
they will be accessed, who will do the necessary research, and in what format this research will
be presented and preserved (exhibits, tour, etc). Research is crucial to both the preservation
(identifying and defining the full, physical parameters of sites), and interpretation (filling out the
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story) of sites, and should be accomplished thoroughly in the early stages of interpretive
planning.

The plan should also address the methods to be used to tell the story of the hangars, and each of
the aspects of the hangar’s history will be presented—not only what will be said, but in what
medium the story will be presented. Possibilities include presentations as part of a brochure; a
wayside sign (either a free-standing sign or one that is part of a walking tour); exhibits (such as
historic aircraft); presentation by an interpreter, or a combination of methods. Interpretive
program options include:

Brochures which would incorporate historic images of the Hayward Hangars;
Walking Tours of the recreated hangar and trails through landing strip complex;

* Signage and wayside displays which would interpret the re-created landing strip, the
hangars themselves, historic aircraft at the site the, and trails related to the heritage park;

+ Visitor Center, a dedicated location for visitor orientation provided by one of the
hangars;
Exhibits, such as aircraft displays;

* Multi-media presentations, such as a digital oral history provided by living women
pilots;

. Interpreters (first person, where the interpreter becomes a historical figure; or third
person in which they describe events as a non-participant); or,

= Docents (individuals, such as members of the local pilot’s association, wha accompanv
visitors through an exhikit in a museum or historic site, describing what the visitor sees).

These interpretive options form just a portion of the overall vision provided by citizen groups.
The future hangar museum complex would be connected through a series of trails to historic sites
such as the Daly Mansion, the Stock Farm, and the Leonardi Homestead, which would serve as
an interpretive center for the agricultural heritage of the Bitterroot Valley.
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Conclusion

This plan integrates historic praperty considerations into overall planning related to airport
improvements at the Hamilton/Ravalli County Airport. The hangars occupy the historic core of
Ravalli County Aviation history and form the original location of the Hamilton Airport. The
hangars occupy a unique place in Bitterroot Valley history, and possibly Montana state history,
as it is unknown if other hangars used for WASP training are still in existence in Montana.
Overall, the hangars are significant for their place in aviation history, women’s history, and for
their relationship to Dr. Herbert Hayward, who played an important role in the development of
aviation in Montana, and was instrumental in securing the federal funding which supported the
construction of the hangars during World War I1.

The recommended mitigation measures provide a strong foundation for the future use,
preservation, and interpretation of the hangars as the historic people and events they represent.
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Appendix A

Revised Hangar Site Forms
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MONTANA HISTORIC PROPERTY RECORD

For the Montana National Register of Historic Places Program
and State Anfiquities Database
Montana State Historic Preservation Office
Montana Historical Society
1410 8™ Ave
P.O. Box 201202
Helena, MT 59620-1202

County: Ravalli County

City/Town: One mile east of Hamilton, MT

State Site Number: 24RAT70

Historic Property Name: Hayward Flying Service
Hangars

Current Property Name: Daly Ditch trrigation Co, _

Historic Use: Airplane Hangars and flight training

Current Use: lrrigation Co. offices, maintenance,
storage

Property Address: 564 Tammany Road

USGS 7.5 minute Quad Name: Mountain House
Year: 1964

Owner Name and Address:
Daly Ditch Irrigation Company

Legal Location:

564 Tammany Road PM: MT  Township: 11N Range: 3W
Hamilton, MT 59804 SW¥% SWY. SWY of Section: 15
X private o public Lol{s): NA Block(s):NA
Important: Land is owned by the Ravalli Co, Airport § Addition: NA
Authority; Structures owned by the Daly Ditch Co. Year of Addition: —
Original Owner: - UTM Reference:
o NAD 83 m NAD 27
Dr. Herbert V. Hayward Zone:11  Easling: 721792  Northing: 5125037

Hamilton, Montana
Source of Information:

Charles Duus, Soaring With Eagles, 2001

m original location omoved Date of Move(s):

Construction Date: Hangar 1: 1934, 1942; Hangar 2:
1945

estimated X aclual
Source of infermation: Charles Duus, Soaring With
Eagles, 2001. Local author and pilot.

Building Plan/Location Map:
(include north arrow}

See attached

Architect: Unknown, probably none or standardized
design.

Builder/Contractor: Federal--Civil Works Program
(New Deal funded)

Source of Information:

* Charles Duus, Soaring With Eagles, 2001;

» Historic Photographs, Ravalli County Historical
Society;

»  Wendy Beye and Deb Kleen, Interview,
119/2006;

» Davld Ferguson, GCM Services, Cultural
Resources Inventory of the Ravalli County
Alrport, Hamilton, Montana, 2004

» Montana State Historic Preservation Office.



! Building Materials:

i Foundation: None

Exterior walls: Wood cladding
Roof; Wood frame

Other:

Office Use Only Area of Significance:
Eligible for NRHP: Period of Significance:
o yes Criteia: ot A o B oC oD Architectural Style:

o no Property Type:
Date: Evaluator: perty Typ

MONTANA HISTORIC PROPERTY RECORD
PAGE 2
Property Name: Daly Ditch Irrigation State Site Number: 24RA770
Company; Hayward Flying Service Buildings

Architectural Style: Quonset/Aviation and Vernacular Property Type: Aviation

History of Property

Though land around the site was patented beginning in 1883, online General Land Office (GLO) show that the
specific ground which encompass the site were not patented until 1890, when the NE quarter of the SE quarter was
filed on by Thomas Romney. Following Romney’s ownership, the land was probably acquired by mining baron
Marcus Daly to form part of his vast Stock Farm estate.

In the 1920s, as the nation gained awareness of utility of flight, Ravalli County residents began to see the
advantages of flight to meet local commercial and transportation needs. Local leaders sought a suitable landing
field near Flamilton, and in 1934, property that made up a portion of Daly’s historic Stock Farm was selected and
leased (and later purchased) from the Daly estate. This drive to establish a Hamilton area landing field was led in
part by Dr. Herbert Hayward, an important figure in local aviation history, who began his Hayward Flying Service
at the site and built the air field’s first hangar, soon after the air strip was completed.

Later in 1934, following federal approval, the federal Civil Works Program (CWP), began construction of the
Hamilton Airport landing field. The original grass field was constructed in a “T* shape, with a north/south runway
a quarter of a mile long and 400" wide, and a identically dimensioned, similar east-west runway that ran parallel to
today’s Tammany Lane, then referred to as “Airport Road.” Dr. Hayward’s original hangar, built in the early
summer of 1934 and the original home of the Hayward Flying Service, was constructed just north of Tammany
Lane, soon after the grass runways were completed. The east/west portion of the “T* runway strip lay just to the
north of Dr. Hayward’s original hangar, Hangar 1 was constructed in 1942 with U.S. War Department funds. The
original hangar forms the rear portion of this new hangar. Further World War 1l-era alterations to this feature
include a 1943 eastern addition to the 1942 hangar. In 1945, Hayward oversaw the War Department-funded
construction of a second, larger Quonset-style hangar on the north side of the air strip to accommodate the growing
number of aircraft at the air field.




After the war was over, the Hayward Flying Service provided flight training to returning soldiers under the Gl Bill.
By the summer of 1946, Dr, Hayward had retired from his company. In 1949, the Hamilton Airport runway was
expanded to 3,800 feet, and in the 19503 the airport was subject 10 major renovation, which included a further
nunway extension. The hangar area was relocated to the northwest part of the field at that time, though the
Hayward Hangars were left in place. During this era, aviation activities at the Hamilton Airport, included search
and rescue operations in the nearby national forest, air freight, wildlife salting programs, aerial grass seeding, aerial
spraying, and continued flight instruction.

The Hayward Hangars remained in their original location but no longer served to store aircraft. Ownership was
transferred to the State Water Board and later sold to the Daly Ditch Irrigation Company. Since that time, the
hangars and the surrounding grounds have been used by the Daly Ditch Irrigation Company for administrative
offices, maintenance center, and vehicle and equipment storage.

Current Property Description

Currently the site consists of two main features consisting of a Vernacular-style hangar (feature 1) and the Quonset-

style hangar (feature 2). The property is bounded by the east/west Tammany Road to the south of he site, pasture

to the east, the Ravalli County Airport complex to the north, and an open field to the west. The historic grounds of

the site have also been altered to fit current needs. An east/west grass runway once traversed the area between the

hangars; that land is now used for parking and is littered with equipment. \
|
!

Architectural Description

Feature 1: Hangar 1

Feature 1 is a generally square floor-planned airplane hangar that is actually comprised of three separate structures.
What appears to be a rectangular, low-sloping gabled rear addition is actually the original hangar built by Dr.
Herbert Hayward for his Hayward Flying Service. This hangar was probably built in 1934 after the grass runway
was completed. While original cladding and roofing are covered by non-original materials, it appears that the roof
of the original hangar is beginning to sag. The largest portion of the feature is a hangar built in 1942 to
accommodate pilot training related to the war effort. In 1943, an addition was constructed on the east side of the
hangar to serve as classrooms for pilot training. The original hangar now features non-original asphalt shingle
siding and a non-original metal roof. The 1942 hangar is clad with flush horizontal wood that is deteriorating, and
topped with non-original deteriorating rolled asphalt roofing. The 1943 addition is ¢lad with asphalt shingle siding
and roofed with rion-criginal rolled asphalt material, with a metal stove pipe, concrete block chimney, and
ventilation pipe extending above the roof surface,

The front (north) fagade of the hangar now features a large centered double door. This elevation has been altered
from its historic appearance, which once fealured large east/west sliding doors (supported by beams which
extended past the structure’s eaves to support the sliding doors) and a bay door large enough to accommodate
smaller aircraft. The “Hayward Flying Service” logo once centered above the door has been removed. The west
elevation features no doors or fenestration. The rear (south) elevation forms the rear portion of the original hangar,
and features a single door on the west end of the elevation, a centrally located double door, and an original wood-
framed double-hung window. The east elevation of the feature is formed by the eastern exterior wall of the original
hangar and east side of the classroom addition, with an off-set connection between the two portions of the feature.
The original hangar portion of the elevation features a single original double-hung window on the south end of the
elevation, flanked to the north by two newer fixed single-pane windows. The classroom addition features a single
door on the south side of the elevation, and fenestration includes two fixed single-pane windows and a four-light
window to the north of the door. The exposed, flat surface of a stone chimney separates the two single-pane
windows. The original and 1942 hangars do not appear to have a foundation; it is unknown what foundation
system the classroom addition may have.



Feature 2: Hangar 2

Feature 2 is & Quonset-style wood frame airplane hangar with a rectangular floor plan featuring horizontal flush
wood paneling anc non-original, deteriorating rolled asphalt roofing. The front (south) fagade features false-front
wings that once supported sliding front doors. This fagade features four irregularly-sized, separate bay doors which
allow for pedestrian and motor vehicle entrance and exit. This fagade has been altered from its historic design,
which once featured a symmetrically spaced large rectangular door that allowed for small airplane ground travel.
The side (east and west) elevations feature the classic Quonset arched roof that reaches to ground level, with no
fenestration. The rear (north) elevation features a shed-roof addition with a metal roof that is currently used for
office space. Four fixed single-pane windows serve as fenestration along this elevation. The original open interior
floor plan was altered after 1952 for current use as office space, workshop, and motor vehicle garage for the Daly
Ditch Irrigation Company. The structure is without a permanent foundation, and is overall in a deteriorated state.

Construction History

Maps demonstrating buildings and structures (such as Sanborn Fire Insurance Co. maps) are not available for this
part of Ravalli County. Author and pilot Charles Duus, who wrote Soaring With Eagles (2001), a history of
Bitterroot aviation history, and who received flight instruction at the Hayward Flying Service in the 1940s,
provided much of the chronelogy related to the hangar use and construction. Photographs of the hangars located at
the Ravalli County Historical Society also provided information related to the construction historv and historic
uses,

Statement of Significance:

The Montana SHPQ has determined that Site 24RA770 is eligible for the National Register. Feature | is
determined as eligible under Criteria A for its association with early Montana aviation history, as well as its
connection 1o the war effort. SHPO states that Hangar 2 is National Register eligible under Criteria C as a good
example of utilivarian Quonset style construction popular during World War II. SHPOQ also noted that Feature 2
may also be eligible under Criteria A, but that its postwar contributions are not yet well documented. It is further
recommended to SHPO that both hangars are eligible under Criteria B for their relationship with Dr, Herbert
Hayward, who played an important role in the development of aviation in Montana, and was instrumental in
securing the federal funding which supported the construction of the hangars during World War II.

Dr. Herbert V. Hayward moved to the United States from England in 1899, when he was 17 years old. After
earning his medical degree, he became a doctor for the Northern Pacific Railroad. He left the railroad to practice
medicine in the Bitterroot Valley in 1910.

While Dr. Hayward maintained his medical practice in Hamilton for many years, gaining a reputation as one of the
foremost physicians in the treatment of Rocky Mountain Spotted Fever, aviation became his greatest passion. He
became the founding father of Bitterroot Valley aviation as well as a strong advocate for Montana aviation.
Hayward himself trained a number of pilots for service in World War II, and was a significant figure in the
formation of the Montana Aeronautics Commission. Hayward played an important role in the purchase of the first
Ravalli Co. airport site, and began his Hayward Flying Service at the current hangar location.

Soon after Pearl Harbor, it became obvious that the shortage of male pilots would have a serious, detrimental effect
on the capabilities of the U.S. Army Air Force (USAAF). Military leadership began to seriously consider the use of
women pilots for non-combat missions such as ferrying aircraft from factories to military bases, and towing
drones/aerial targets. Squadrons were established separately (as the Women’s Flying Training Detachment and
Women's Auxiliary Ferrying Squadron (WAFS), respectively) in 1942 and then merged to form the Women Air
Force Service Pilots (WASPs) in 1943,




Out of 25,000 applicants nationwide, {,830 women were accepted into the WASP training program and 1,074
graduated. 38 WASPs died in service to their country, including Evelyn Sharp, who grew up in Nebraska but was
born in Melstone, Montana. The WASPs were considered civil service employees and did not receive military
status. On June 21, 1944, an act to give the WASPs military status was defeated. In late 1944, the USAAF
disbanded the WASP effort. Finatly, in 1977, President Jimmy Carter signed legislation granting the WASP
military status and thus access to Veterans benefits.

The Hayward Flying Service played an important local role in homeland defense after the Uniled States entered
World War II. In early 1942, flight instructors and other personnel were secured which enabled the Hayward

School to begin pilot training for wartime service. The instructional course offered to women pilots at Hamilton |
Airport was the first phase in the overal] training program. Successful completion of the Hamilton flying course 1
qualified them for advanced training at the Woman's Auxiliary Ferrying Service School at Avenger Field in Texas,
the current home of the National World War II WASP Museum. In September 1943, the first class of five Montana
women began their training at the Hayward Flying Service. i

During the war, the Hayward Flying Service trained other young pilots who later served in World War II. Charles
Duus, who later wrote Soaring With Eagles (2003), an account of the history of flight in the Bitterroot Valley,
learned to fly at the Hayward Flying Service and served as a bomber pilot over Europe during World War I1. He
was shot down over Germany and spent the last months of the war in a prisoner-of-war camp before returning to
life at the Bitterroot Valley and flying at the Hamilton Airpart. Ruth Reese Centers, a iocal high school student,
also received trainjng at the Hayward school. She became the first licensed women pilot in Ravalli County. By the
summer of 1946, Dr, Hayward had retired his company, though flying services continued under different
ownership. The hangars are the only known, extant Ravalli County representations of the contributions of women
pilots to war efforts under the WAFS and WASP programs; they may be the only such representations statewide.
The features are significant in local aviation history, and represent the leading role of Dr. Herbert Hayward as a
pioneer in Ravalli County aviation history.

Integrity:

Integrity is the ability of a property to convey its significance, and the National Register recognizes seven aspects or
qualities that, in various combinations, define integrity. Integrity should be judged with reference to the particular
National Register criteria or criterion under which a property is thought to be eligible. The seven aspects of
integrity include Location, Design, Setting, Materials, Workmanship, Feeling, and Association.

Overall, the hangars have retained several aspects of integrity related to the recommended National Register
criteria, A, B, and C. Both hangars have retained their historic location as the structures have never been moved,
This aspect of integrity alse contributes to the character of the hangar’s sesting. While the grass runway which
historically ran between the two hangars has been lost, the hangars are still located close to the modern airport, at
the south end of a working runway. Ongoing, nearby airplane traffic contribute to the hangar’s retention of setting.
Further, the structure’s physical orientation still evokes the sense of space and separation once related to the runway
which traversed the area between the structures.

The exterior design of the historic hangars has remained intact. Historic images of the Quonset-style design of
Hangar 2 demonstrates that the historic form, structure and style have been retained, despite impermanent
alterations to the interior of the hangar. Hangar 1, meanwhile, has also retained its historic design, a product of the
war effort and pilot training program as organized by Dr. Herbert Hayward—the form and style of original hangar
is definable, as is the 1942 hangar and the 1943 classroom addition. These historic-period additions are critical to
the history of hangar as well as the related criteria, representing the local aviation and women’s history that makes
the site historically significant.




In general, the materials critical to the construction of the hangars remain intact. These relatively simple structures
are comprised of the original wood framing—evident in photographs of the hangars—and wood cladding typical of
the era. While Hangar 1 exterior cladding in places is comprised of asphalt shingles, the original wood siding
remains beneath the more modern material. Likewise, while roofing material is comprised of non-original rolled
asphalt material and metal sheathing, the historic materials are located beneath these changes. It should be noted
that most later alterations are readily reversible. The addition of non-historic cladding and roofing overlies original
| fabric while interior walls and elements added fo the hangars could easily be removed to restore the historic era.

The site has retained a high level of physical integrity and today conveys its historic use as the local center of
aviation. The hangars remain in their historic locations, remain on airport land and are adjacent to the current
airport complex. Further, the hangars have retained their original design, and the historic-era additions to Hangar |
are directly related to the historic significance of the site. Original materials and the original structural and exterior
systems. The hangar’s retention of their historic location, setting, design and materials contribute to the integrity of
the site’s jeeling, and the physical integrity of the hangars supporis the historical association with local aviation
history and women’s history, as well as Dr. Herbert Hayward, who played an important role in the development of
aviation in Montana, and was instrumental in securing the federal funding which supported the construction of the
hangars during World War II.

Eligible for NRHP: m Yes O No
Criteria XA XB XC 0D

Area of Significance: Local Historical Significance: Local Significant Individual; Architectural Significance
Period of Significance: 1934-1945 :

Information Sources/Bibliography:

Bureau of Land Management/General Land Office Land Records Database (BLM/GLO)
2006 Land Patent Record. Available from BLM website, http://www.glorecords.blm.gov/pateptsearch.

Beye, Wendy and Deb Kleen. Interview, 1/19/2006.
Centers, Ruth, and Charles Duus. Interview, 2/7/2006.

Duus, Charles.
2003  Soaring With Eagles. Pictorial Histories Publishing Company, Ine.

Ferguson, David,
2004  Cultural Resources Inventory of the Ravalli County dirport, Hamilton, Montana, GCM Services.

Ravalli County Historical Society. Historic Images of the Ravalli County Airport and Hayward Flying Service.



Location Map for Site 24RA770

719000mE, 720000mE, NADZ27 Zone 11T 722000mE,
[] p—— ]
5 e
we-aseo 1 - Je}” ¢ County
d b= : el ___F_\agg_rggnd RS
s & « - P
SN S TRt
\ G 1 1 1] H l' "
=gl a1
=L M paly 1l -
LN T e |
g B } A / 4
O v ; £
N B 3
i &
b
<1 :,2‘9 LE Hanger 2 |
; Faes n.Hamilten ¢ {7+ - ; :
§ 8 % Aorport Las dgmees” =
= gior]
4 oian Mo e = E
. x ' (3N
[ y oo H
| Hanger 1 /" Site 24RAT770 [ }
] . g
k] . .ﬁi\ ‘v .7 _‘;" d }I A
. 1L T 7 25 oy i 7
; - \ AENE . o
dsgoqe 3k : “ BN - e BN 4
720000mE, 721000mE, NADZ27 Zone 11T 722000mE,
e | " B m———
L o 1000 FEET 0 560 1000 METERS




%

a s AR Y sueT Auewwe| o N T 4

Py e e e e
N

' =
._mmcmr_ _mc_m_._o \\\ﬂ\\ g[eos o} Jou depy
sL__/M, oN
saal] T
poOMULONROY s R w m
ainjep i o ;
- e || 9injea m
= W
It ,/// |
-m - uogippe WooJsse|D "
\/..4 .-._,_V\ - I.;..~//s M Aﬂ.~ .\/ SU B i " 3 [ - e & A eyt . \
AT AN L o SENGL TR T P RN
B TS iy PR S S TN AN B L Y TS 3 OUA o
™ ,aﬂ,/ ~ sy 7 NI =5 Aemanlp pue eale Bupjied yip FOEAS ?,./.,/\?_\_,\ Comw =k
i) N RS i B« AP S N L R R < I WP N
w\/... /..w.n.....l // W-\u - _\.f_. A % s - X \\i/w\\. ™~ 44&\ ¥ AN
IEUGE TP O BN SEAE NI Fel |
W AN AT SR W T N T By A TR s
[ A e ! PR AN P L mﬁ. ..H_E...a_e/ . _..“, .«. .\.n/.. Fa L | _\nf&ﬂ/bl.J,J_

Aemunu sseub jo yjed Jswio

_ Z 9Injea4

I

aul sous4

eI N _LiONIPpPE JE3Y

siabuel adiA198 BulAl4 premAeH
U9)9)S Uejd a)iS




Photographic Record Form ~ Site 24RA770
Feature 1

Feature 1, facing south.

Feature 1, facing south, demonstrating west elevation.



Feature 1, facing north.

Feature 1, facing west



Feature 1, historic image facing south.

Feature 1, historic image facing west.



Feature 2

Feature 2, facing north.

Feature 2, facing east.



Feature 2, historic image facing north



Site 24RA770, property view facing south.
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INTRODUCTION

Marrison-Maierle, Inc., of Bozernan, Montana, is planning future improvements at the Hamilton /
Ravalli County Airport located about two miles east of Hamilton, Monlana. The Area of Potential
Effect (APE) is defined as Lhe airport properly. The irregularly shaped APE is approximately
11,300 feet long (north to south) by a maximum width of 3000 feet (east to west). The airport
property covers approximately 420 acres. Table 1 lists the legal location of the project area.

Table 1. Legal location of the project area.
Township 6 North. Range 20 Wesi

WSWNE, WWSE, EESW, ESENW, SSSWSESW Section 20
NSWNW, EW, WWNE, WNWSE, WWSESE Seclion 29
NENW, WWNWNE Section 32

Momson-Materle, Inc., contracted GCM Services, Inc., Butte, Montana to conduct an intensive
(BLM Class IIT) cultural resource inventory of the airport property. This work was conducied to
satisfy federal and state legislalion requiring cultural resource inventory in compliance with the
National Historic Preservation Act (Public Law 89-665, as amended), Exccutive Order 11593
(Protective and Enhancement of the Cultural Environment), and the National Govironmental Policy
Act and other state and federal legislation. The principal investigator for this project was David
Ferguson, archaeologist, whu was responsible for the overall project management and inventory.
Ferguson and Walker Vaughi conducted an intensive pedestrian inventory of the APE on May 6th
and May 13th, 2004. Figure 1 shows the general projcct arca on the USDA Forest Service
Bitterroot National Forest visitor’s map. Figure 2 shows the project area on the USGS Hamilton
South (1964), Mountain House (1964), Hamilton North (1967) and Corvaliis (21967) 7.5-minute
topographic quadrangies.

The primary objective of the cultural resource imventory is 10 identify any cultural sites or artifacts
over 50 years old that ruay be impacied by Lhe proposed undertaking. Any identified sites would be
assessed as to thelr significance in terms of the National Regisier of Historic Places (NRHP). A
file search of existing cultural records research was eonducted by the Montana State Historic
Preservation Office to identify uny previously recorded cultural sites in the area (Murdo 2004).
Onc previously recorded siie, the Hedge Ditch, 24RA764, crosses the airport property.

PHYSICAL SETTING

The Ravalli County airport lics about two miles cast of Hamilton in the southern Bitterroo Valley.
The north-flowing Bitterroot River is the primary drainage. The valley floor lies beween 3,200 and
4,000 ft in elevation and is flaked by the Bitterroot mountains to the west and the Sapphire
Mountains to the east. The vegetation community is classilied as “Intermountain Valley Grassland
and Meadow™ (Payne 1973). Soil consists of well developed loam overlying montain glacial till
{silt and gravel). The elevation at the terminal area is 3,609 ft (1,100 m) above mean sea level. The
majority of the APE has been farmed in the past. A significant portion has been graded and leveled,
including the paved landing strip. apron and hangar area. Figures 3 and 4 are overview photographs
of the APE,



project area

Figure 1. The general project area on the USDA Faorest Service
Bitterroot National Forest visitor's map.
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Figure 2. The project area on the USGS Hamilton South (1964), Mountain House (1964),
Hamilion North (1967) and Corvallis (1967) 7.5-minute topographic quadrangles.



Figure 4. Project area overview. looking south from the same location in NESW Scction 29.



HISTORICAL OVERVIEW

The Bitterroal Valley was the first permanently settled area in Montana. Jesuit missionaries were
the first 1o irrigale crops in this valiey. in the year 1842. By 1860, the Mullan road was completed
and the first setilers began Lo arive in the valley. In 1865 ihe first Montana Territoria: Assembly
created Missoula county, which incorporated the Bitterroot Valley, formerly a part of the 1daho
Territory. In the 1880s, Butte Copper King Marcus Daly purchased his 20,000 acre Stock Farm
and estabiished the town of Hamilton. Here, Daly built a huge lumber mill through ths Anaconda
Mining Company. Daly built his summer mansion on the Stock Farm near Hamilion.

Daily began to construct an extensive irrigation system for his properties and the surrounding area.
The arrival of the Northern Pacific Railway in Missoula and the subsequent development of the
Missoula and Bitterroot Railroad in 1887 helped creale a flourishing agricultural cconomy in lhe
valley. A creamery, several dairies, orchards and produce farms were developed in these years in
addition to livestock production. Daly established a premier racchorse breeding program at the
Stock Farm. After Daly’s dealh in 1900, his unfinished irrigation plans were taken over by the
‘Bifterroot Irrigation Company and the Ravalli Land and lrrigation Company. The Hedge Dilch
(24RA764) was originally consirocted in the 1890s as part of what was then known as the Daly
Ditch Project. All rights-of-way and water rights for this sysiem were conveyed by Margaret P.
Daly, as executrix of the Marcus Daly Estate, to the Ravalli Land and Irrigation Company in the
early 1900s. The Hedge Ditch properties were conveyed o the State Water Conservation Board on
October 1, 1942, The canal is currently administered by the Daly Ditch lrrigation District (Vertical
File al Bitterroot Histarical Society; Stale Engineer’s Office 1938).

The Ravalli County airport was planned in 1943 and was buill in 1946 and 1947. Dr. Herberl
Hayward, chairmap of the County Airport Commission and owner of Hayward Flying Service
gpparcatly built the first hangar (now part of the Daly Ditch lrrigation District offices complex) 1o
1940. ‘The other carly hangar that still stapding (at sit 24RA770) was built in 1946 or 1947. In
the original airport configuration, the main north-south runway ran berween these structures, a short
distance south of the current alignment. The hangar site was abandoned for the current airport
location al an upknown time. The two original hangar buildings were acquired by the State Water
Conservation Board around 1952, The State Water Conservation 13oard had been conveyed
ownership of the former [Marcus] Daly Ditch Project from the Ravalli Water User’s Association.
The Daly Ditch and Irrigation District formed in the 1980s and now own the buildings at the site
and operate the irrigation district (Biucrroot Historical Society Library Vertical File n.d.; Western
News 1945; Ashley 1948).

PRELIMINARY RESEARCH

Prior 10 entering the field, a cultural resource file search was requested from the cultural records
manager at the Montana State Historic Preservation OFfice (SHPO) (Murdo 2004, SHPO
project no. 2004050407). The file search revealed one recorded historic site, the Hedge Ditch,
24RA764 (Ferguson 2003} in the project area. The canal passes through the southern end of
the airport property and has a miner, annamed lateral that extends northerty into the southwest
part of the airport property. Operations at the airport property will not impact this site, which is
currenlly in use.

FIELD METHODS

The pedestrian survey was conducted at a Bureau of Land Management Class IIf level. The
project area was photographed in colar filmy. The majority of the project area has poor surface
visibilitv dug lo vegetation cover and is currently farmed or has been cultivated in the past. The
pedestrian examination focused on undisturbed areas within the APE.
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National Register of Historic Places (NRIIP) Evalualions

Two of the sites found during the project were evaluated in temms of the NRHP. Evaluated was each site's
integrity of tocation, design, setling, materials, workmanship, feeling, and association, and its ability to
meets any of the following NRHP crileria:

Criterion A:  The sile is associated with events that have made a significant contribution to the broad
patterns of our history.

Criterion B:  The site is associated with the lives of persons significant in our past.

Criterion C:  The site embodies the distinctive characleristics of a type, period, or method of
construction, or that represented the work of a master, or that possesses high artistic values,
or that represented a significant and distinguishable ntity whose components may lack
individual distinction.

Criterion D:  The site has yielded or may be likely to yield information important in prehistory or
history.

Historic sites were firsi placed within the context of regional, as well as local, broad patterns of histary.
Eligibility was then based on the site's ability to fulfill one or more of the four NRHP criteria list above in
addition to meeting the requirements of inlegrity as outlined by the National Register.

FIELDWORK RESULTS

The Leonardi Farm complex. 24RA769, and a pair of ca. 1940s hangars, 24RA 770, now
bousing the shop and offices of the Daly Ditch Irrigalion Districl were Jocated and recorded in
the APE. The narrative description of these sites follows. Completed Montana Site Inventory
Forms are attached as Appendix A. The site forms contain photographs and additiona)
information for the sites. An additional photograph was taken of the Hedge Ditch, 24RA764,
where il crosses the Leonardi Farm complex. A small diversion gale. apparently modern, was
noted in this location. No additional documentation was considered necessary for Lhe ditch.

SITE NARRATIVES
sife 24RA764 The Hedge Ditch
Legal Location: NENW Section 32, TEN R20W (for this project - sce linear description below)

USGS Map: Hamilton South
Elevalion; 3,680 ft

Site Tvpe: Histaric Trrigation Feature
oite Photo: Figure 5

Site Map: Figure 6

Sile parrative: The site consists of the historic route of the Hedge Dilch, an irrigation canal that
diverts from the Bitterroot River in the SE NW Section 11, T4N R21W and irrigates land in
Sctions 13, TSN R21W; Sections 3, 7, 8 and 18, TSN R20W: Sections 3, 4, 8, 9,10, 16, 17,19,
20,21, 22, 29, 30, 31 and 32, T6N R20W; and Sections 22, 26, 27, 28, 33, 34 and 335, T7N
R20W. The unlined ditch is about 6-8 £t wide and 4 ft deep. The original recording documents
the ditch’s confluence witlh Skalkaho Creek where a modern conerete and steel head gate
controls flow out of the creek. The Hedge Ditch passes through the current study area in




NENW Section 32, TGN R20W. A small diversion gate and a Jateral ditch were observed in
this area.

The Hedge Ditch was originally constructed by the late Marcus Daly, in the 1890s with all rights-

of-way and water rights conveyed by Margarer P. Daly, as execuurix of the Marcus Daly Estate. to
the Ravalli Land and Irrieation Company. The Hedge Ditch weas Jater conveyed Lo the Srate Waler
Conservation Board on October 1, 1942

NRHP Evaluation: This site is unevaluated for the NRHP. It is still in active use and will not
be affected by any proposed undertaking at the Ravalli County Airport.

S bt
Chee v s A
St S

Figure 5. A diversion gate on Hedge Ditch in SWSENENW 32, T6N R20W, looking cast.
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Site 24dRA769 The Leonardi Place

Legal Location: WSENENW, SESENENW, SWNENENW Section 32, ToeN R20W
USGS Map: Hamilton South (1964) and Mountain House (1964).

Elevation: 3,680 fi (1,122 m)

Site Type: Histric Farmstead

Site Photo: Figure 7

Site Map: Figure 8

Site narrative: The 900 ft north-south by 600 fi east-west building complex consists of an 1880
residence and a cluster of farm buildings dating from 1880 to present, incinding one small structure
moved on site in the past year. There are 11 primary structures on the site. The site was once part
of the Pendergast Farm, which was a part of Marcus Daly’s famous Stock Farm complex.
Pendergast was a foreman on the Daly Stock Farm, August Leonardi purchased the property from
the Stock Farm (Daly Estate) in 1937. August’s son, Robert bought the property from him 1972,
and sold the property 1o the county airport within the past year.

Feature 1 is a 24 by 20 ft two-story, clippsd gable residence built in 1880 (Ravalli County Assessor
/ Monlana Depariment of Revenue)., The house has a concrete foundation with a partial bascment.
It is sided with weatherboard wood siding. 'Windows are ona-over-ane light, except for an
oversized shop front window 10 the left of the front entrance. The front enirance has a porch roof
with lallice trellises and a simple {rieze treatment at the eves. A cellar door is found on the west
side. The housc is built with 3G fi continuous 2x6 frame studs (balloon {framing) that exiend from
the foundation lo the top of the upper story. The wood-shingled roof hus an interior gable, corbeled
chimney of red brick.

A 16 by 16 ft one-siory gable-rooled extension on the back (north sidc) houscs the kitchen. A 8 by
16 ft shed-roofed, enclosed entry room cxiends to the west side of the extension. It has a nine
paned glass porch window facing to the west. A porcl was removed fram this side entry (Roberl
Leonardi, personal communication). A red brick chimney with a gas or oil furnace insert stove pipe
marks the location of the original wood stave.

)

A 20 by 15 ft hipped-roof room extends from the east side of the extension. It appears to be an
carly addition 1o tie original structure, based upon the rock and concrele (onndation and awkward
roofline tie-in. 11 has a wood-shingled soof and covered rafiers at the eaves, There is an cnlrance
on the north side. Old one-over-one light window openings have been sided over on Lhe ease and
north walls and have been replaced wilh smaller 1x1 sliding windows. All of thesa components
were on Lhe house when August Leonardi bought the place in 1937 (Robert Leonardi, personal
communication).

Fealure 2 is 2 18 by 66 ft gable-roofed bunkhouse. Tt has weatherboard wood siding, twin interior
corbeled chimneys of red brick and a wood-shingled rool (excepl on the north side, which has been
re-roofed with modern metal roofing). All of these clements are identical (o the house, suggesting
thal it has a contemporary date of construction. It has two eqtrances on the south side. Six window
openings on the south and north sides and one each on the east and wesL ends have been shutiered.
Their size suggests that they were one-over-ons light identical to he main residence, This structure
once housed the several farm hands required to run the operation, but has lately been vsed as
gramary, leading to accelerated deterioration of the structure.

Feature 3 is a woodshed with privies attached to cach end. The structure is dilapidated.
Feature 4 is a 20 by 24 fi single vehicle garage. This {rame structure was once the quarters for a

Chinese cook. It was built ia 1910, It was moved and converied 10 a garage, by the addilion of a
sliding door on the south side, by August Leonardi (Robert Leonardi, personal commumnication).
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Feature 5 is a small tack shed that has recently been moved onio the property by the sub-lessee.

Feature 6 is a gable roofed chicken coop, lately used as a storage shed. It probably was built by
August Leonardi afler 1937,

Feature 7 is a 24 by 60 ft pole shed covered with corrugated tin or aluminum. It was built in 1950
by August Leonardi and is used as & farm implement shed. A large horse bamn once stood in this
location (Robert Leonardi, personal comumunication).

Feawre 8 is a small shed located on the north end of Feature 7. It has vertical board and batten
siding. It probably was built by August Leonard; after 1937.

Fealure 9 is a composite of two gable-roofed sheds for housing farm equipment. It has vertica)
board and batten siding and a metal roof. It probably was an original structure of the property, but
was undoubtedly modified by Aupust Leonardi after 1937.

Feature 10 is a 30 by 120 ft gable-roofed barn. It has wood a frame resting on rock footings. It
has vertical board and batten siding and a tin roof with twin gabled cupolas. A sliding garage door
is retrofitted to the south end. Twelve four-pane windows once lined the east and west sides but
most are now broken out and are simply square openings now. This is belisved to be an original
structure (o the property, but it has been re-roofed and modified internally and externally by Augusi

Leonardi.

Feature 11 is a small granary of indeterminate vintage. Feawre 12 is 2 modem (1960) 22 by 44 i
pole shed structure for housing hay.

Feature 13 is a small dump related to the property. It contains a GM truck frame, window
counterweights, a wagon wheel rim, hand forged chain links, 2 shovel head, tin roofing malerjal,
implement parts including a sseder, primitive bricks, wire, enamel ware, green glass, window glass
and six piles of field cobbles.

i

The property has a long history. According to county assessment records (Assessor Code 718800)
the house and principal structures were built in 1880. The Chinese cook’s guarters (now a garage)
was built in 1910. A metal shed (Feature 7) was built in 1950. A hay shed (Feature 12) was built
in 1960 and a tack shed (Fearre 5) was moved onto the property in the past year.

Copper King Marcus Daly built his summer residence and 22,000 acre Stock Farm in the Bittertoot
Valley in 1880, The property consisted of several adjoining farms and was renown for its high
quality of agricultural production. An extensive irrigation System, including the Hedge Ditch, which
passes through the site complex, was a key feature of the Stock Farmn. Here Daly’s numerous
employees had several dairy operations, several apple orchards, hay production, Iivestock and most
famous of all, his theroughbred breeding program. The Pendergast Ranch, named for one of
Dzly’s foremen, was initially a 132 cow dairy operatjon. It also raised 80 horses, had hay
production and a small orchard, part of which still stands. The dairy supplied the nearby Hamilton
Creamery, built in 1896. A water wheel in the adjacent Hedge Ditch canal powered the farm’s
blacksmith shop. With Daly’s death in 1900, his widow began the process of selling peripheral
properties of the Stock Farm. Part of the Pendergast Ranch was sold in a 1908 land sale, and the
buildings that make up the site were sold to August Leonardi by Margaret P. Daly in 1937 (Vertical
File at Bitterroot Historical Socicty; Western News 1956a, 1956b; Ravalli County Courthouse).

. Auvgust Leonardi purchased the Pendergast Ranch in 1937, Leonardi’s wife Pierina Boschet
Leonardi cmigrated from Italy as a child in 1890 and married August in 1924. She noles in a local
history book that Marcus Daly’s young son, accompanied as always by a bodyguard, rode up to
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their place in a buggy for 2 visit one day. The Leonardi family raised sugar beets initially, and later
raisec several hundred hogs. The farm had electricity as of 1937 (Bitterrcot Historical Society
1998:287-290). Robert Leonardi purchased the property from his parents in 1972, August
Leonzrdi died i1 1974 and Pierina (Jocally known as Pauline) died in 1989. The property was
leased out for & few years before recently being sold to the airport (Robert Leonardi, Personal
Comumnunication; Western News 1974),

The physical integrily of the complex is generally ccod. The site still imparts the fecling of an
1880-1920s farm. Al} original structures still stand but are suffering from complete neglect over
the past couple decades. The barn is listing and has extensive deterioration of its siding, All of the
stucmres are in critical need of paint. Non-original structures have, at least, continuity of function,
if not design. The 1950 metal equipment shed and the recently hauled-in tack room are intrusive to
the historic appearance of the site.

NRHP Evaluation: The site is recommended as eligible for the NRHP under Criterion A for its
association with the early development of agricultural settiement of the Bitterroot Valley.
Although the property was once a component farm of the Marcus Daly Stock Farm, it had little
direct connection to Daly himself or his historical significance and so is not recommended as
eligible under Criterion B (for association with persons of historical significance). The house
(Feature 1), bunkhouse (Feature 2) and barn (Feature 10) are good examples of the architeciure
of the ttme and place, Although they are not particularly distincrive and each of these structures
have some problems with sirucioral inlegrity and condition, they could be restored to hisloric
appearance, Therefore, these structures are recommended as el gible for the NRHP under
Cnterion C, for their embodiment of the distinclive characteristics of the Lype, period and
method of construetion.

Figure 7. Looking north at the Leonardi [Pendergast] house (Feature 1) from Golf Course Road.
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Site 24RA.770 The Daly Ditch Irrigation District Buildings

Legal Location;: SWSWNWSE Section 29, T6N R20W
USGS Map: Mountain House (1964).

Elevation: 3,638 £t (1,109 m)

Site Type: Historic Irrigation

Site Photo: Figures 9 and 10

Sitc Map: Figure 11

Site parrative: The 400 {l north-south by 300 ft east-west building complex consists of two ca
1940s aircraft hangar buildings, with modem additions. It is located al 586 Tammany Road. One
structure appears to he vacant and the Daly Ditches Irrigation District uses the other as a shop and

office,

Fealuore 1 is a 42 by 36 fi barrel-roofed, wood-framed hangar. A 42 by 26 fi addition with a
shallow gable roof is attached to the south end of the structure and a shed roofed addition,
measuring about 12 by 36 fi is attached to the east side. The langar and shed addition have rolled
asphalt roofing, while the gable addition has a metal roof.

Feature 2 is a Quonset-style hangar, roughly 66 by 66 1t in dimension. False-front “wings”
exlend on cither side of the south facing entrance. presumably these were designed to support large
sliding doors. The original aircraft hapgar doors have been removed zod replaced with one
iraditional shop or garage door und three garage openings. The interior has been modified to house
the office and shop for the Daly Ditch and Irrigation Districl. There is a shed roof addition on the
north end. The addition has a metal roof and the hangar has rolied asphalt roofing.

The Ravalli Counly airport was planned in 1945 and was buill in 1946 and 1947. Dr. Herbert
Hayward, chairman of the County Airport Comrmission and owner of Hayward Flying Service
apparently built the Feaiure 1 hangar in 1940. The Feature 2 hangar was builtin 1946 or 1947. It
is unknown when the various additions were installed, In (he original airport confipuration, the
main north-south ronway ran between these structures. The hangar site was abandoned for the
current airport ldcation about onc half mile to the north at an unknown time afier this, The two
hangar buiidings were acquired by the State Water Conservation Board around 1952. The State
Water Conservation Board had been conveyed ownershi p of the former [Marcus) Daly Ditch
Project from the Ravalli Water User’s Association. The Daly Ditch Irigation District formed in
the 1980s and now own the buildings at the site and operate the irrigation district (Bitierroot
Historical Society Library Vertical File n.d.; Western News 1945; Ashley 1948).

NRIP Evaluation: The hangars are barely of historic age and both siructures have modern
additions and modifications. Neither funcljon in their original capacity. Therefore, the architectural
and contextual integrity of the site is evaluated as low. The site is nol associated with a person or
event of historical significance. Neither structure has archjlectural significance or is likely to yield
information important lo local history. The site is recommended as not cligible for the NREP

under any crileria.
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CONCLUSIONS

Ay proposed federal undertaking (i.e.. FAA sponsored projects) at the Ravalli County Airport
that would impact the Leonardi Farm, 24RA76Y, may constimte an adverse effect to an NREP-
eligible property (pending the result of SHPO’s determination of eligibility). If the SHPO
determines this property to be eligible for the NRHP, implementation of an approved milgalion
plan is recommended prior 10 any undertaking that would disturb the site.

If the airport’s recent purchase of the Leonardi property involved FAA funds, the purchase
would have constituted a federal undertaking that resulted in the acquisition of an NRHP-
eligible property. The property should have been inventoried for cultural resources at that fme
s0 that Section 106 consultation could have sought for this site, It is recommended that af this
time no deleterious actions be undertaken at this sile until its status can be determined and
appropriate mitigation or management plan be implemented.

No other significant cultural resources were identified in the APE. The Hedge Dilch, 24RA764,
was not evaluated in terms of the NRHP. The irrigation canal is in current use and there are no
airpori-related plans to impact it in any way. Site 24RA770, two extensively modified airport
hangars, is not recommended as eligible for the NRHP and no further work is required with that
site. The airport property contains no other historic or prehistoric cultural concems. No further
work is recommended.

16
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A NOTE TO OUR USERS; The web versions of the Preservation Briefs differ somewhat from the printed versions.
Some illustrations are new, captions are simplified, Hlustrations are typically in color rather than black and white, and
some complex charts have been omitted.

Introduction

A historic structure report provides documentary, graphic, and physical information about
a property's history and existing condltion. Broadly recognized as an effective part of
preservation planning, a historic structure report, also addresses management or owner
goals for the use or re-use of the property. It provides a thoughtfully conslidered
argument for selecting the most appropriate approach to treatment, prior to the
commencement of work, and outlines a scope of recommended work. The report serves
as an important gulde for all changes made to a historic property during a project-repair,
rehabilitation, or restoration-and can also provide information for malntenance
procedures. Flnally, it records the findings of research and investigation, as well as the
processes of physical work, for future researchers,



A historical "first." The first historic structure report prepared
in the United States, The Moore House: The Site of the
Surrender-Yorktown, was written by Charles E. Peterson of the
Natlonal Park Service in the early 1930s. In the decades since
the Moore House report was completed, preservation specialists
commissioned by owners and managers of historic properties
have prepared thousands of reports of this type. Similar studies
have also been used for many years as planning tools in France,
Canada, Australla, and other countries, as well as in the United
States. Although historic structure reports may differ in format,
depending upon the client, the producer of the report, the
significance of the structure, treatment requirements, and
budgetary and time restrictions, the essential historic
preservation goal is the same.

TheMoore House

Fie Hir af s Sorvrvstir — Yerloman

In the introduction to the

3 7 q first historic structure
*Just as an art conservator would not intervene in the life of an  report in this country,

artistic artifact before obtaining a thorough knowledge of its Charles E. Peterson of the
history, significance, and composition, so those engaged in the National Park Service

5 I ) wrote In 1935, "any
preservation of buildings...should proceed only from a basis of  ayehitect who undertakes
knowledge. Too often in the past, the cultural integrity of the responsibility of

s . working over a fine old
countless buildings...has been compromised by approaches to building shoutd feel

restoration; grounded on personal whim, willful romanticism, obligated to prepare a
and expedient notions of repair...The preparation of a historic detafled report of his
structure report is the first step in adopting a disciplined findings for the

A q i . . information of thosa who
approach to the care of a historic building." (From the introduction to  witi come ko study it in

The University of Virginia, Pavilion I, Historic Siructure Report, Mesick Cohen  future years.” Since then,

Waite Hall Architects, 1988.) thousands of histaric
structure raports (HSRs)
have been prepared to

In response to the many inquires received on the subject, this  help guide work on historic

Preservation Brief will explain the purpose of historlc structure ~ BroPertios. Photo: National

reports, describe their value to the preservation of significant Associatlon.

historic properties, outline how repoits are commissioned and

prepared, and recommend an arganizational format. The National Park Service

acknowledges the variations that exist In historlc structure reports and in how these

reports address the specific needs of the properties for which they have been
commissioned. Thus, this Brief is written primarily for owners and administrators of
historic propertles, as well as architects, architectural historians, and other practitioners
in the field, who have limited experience with historic structure reports. It also responds
to the requests of practitioners and owners to help define the scope of a historic structure
report study.

Guiding the Treatment of Significant Historic Properties



Histnrh: structure repum are
prepared for many different types
of structures with various intended
uses, Examples Include
courthouses and state capitols st
serving their historic functlon,
such as the Wisconsin State Capitol
{abave}:; significant properties that
are to be rehabilitated and
adaptively reused; and properties
that are to be preserved or
restored as house museums.
Photo: Wiss Janney Elstner
Associates, Inc.

A historic structure report Is generatly commissioned by
a property owner for an individual building and its site
that has been designated as historically or architecturally
significant, particularly bulldings open to the public, such
as state capitols, clty halls, courthouses, libraries, hotels,
theaters, churches, and house museums. It is certainly
possible, but Is less common, to prepare a historic
structure report for a pnvately owned re5|dence.

Besides the bullding ,

Itself, a historlc structure
report may address
ImmedIlate site or
landscape features, as
well as items that are
attached to the building,
such as murals, bas
rellefs, decorative
metalwork, wood
paneling, and attached

The scope of such studies includes
the interior as well as exterior of

floor coverings. Non- the historic structure. This is the
attached items, including furniture or artwork, may be interior of the Stanley Field Hall,
. . A . Field Museum, Chicago. Phota:
discussed in the historic structure report, but usually - ;

receive in-depth coverage in a separate report or

McGuire Igleski B Associatas, Ing.

inventory. One significant property may include multiple buildings, for example, a house,
barn, and outbuildings; thus, a single historic structure report may be prepared for
several related buildings and their site,

The I.Iniversinr uf ‘urmnnt has more than

Historlc structure reports can be prepared for
other historlc resource types as well, Including
bridges, canals, ships, mines, and locomotives,
which are categorized as structures by the
National Register of Historic Places; sculpture
and monuments, which are categorlzed as
objects; and college campuses and industrial
complexes, which are categorized as districts.
For battlefields, gardens, deslgned landscapes,
and cemeteries, which are categorized as sites,
parallel evaluation and Investigation Is usually
* undertaken through a separate document called

thirty contributing buitdings in four historie @ CUltural landscape report,

districts listed in the National Register of

Historic Places. The Campus Master Plan .

recognizes a comimitment to respect and A team approach. With such an array of

maintaln the historlc Integrity of these subject matter, It is not surprising that

facilities. Historic structure reports are
available for many of the University's histaric

preparation of a historic structure report is

structures. Photo: University of Vermont almost always a multidisciplinary task. For a

Historic Preservation Program.

small or simple project, the project team may
include only one or two specialists. For a

complex project, a team may involve historians, architectural historians, archeologists,
architects, structural engineers, mechanical englneers, electrical engineers, landscape
architects, conservators, curators, materials scientlsts, building code consultants,
photoaraphers, and other specialists.



The disciplines involved in a specific historic structure
report reflect the key areas or issues to be addressed
for the particular property. The project leader or
designated principal author for the report is
responsible for coordinating and integrating the
information generated by the various disciplines.
Designation of a principal author may depend on the
goals of the historic structure report and on which
disciplines are emphasized In the study.

o T L e R

Il or simple proje
project team may include only one or
two specialists while complex projects
may involve a large number of
investigators and speclalists.
Evaluation of this barn may primarily
Involve an historlan, an architectoral
conservatar, and a structural engineer.
Photo: Wiss Janney Elstner Associates,
Ine,

Value of the H’nstnrm Stru&ure.‘ﬂnnurl

The completed historic structure report Is of value in many ways. It provides:

« A primary planning document for decls&nn-makiﬁg about preservation,

rehablhtat[un, restt}ratmn, or reconstruction I:reatments

Documentation to help establish sianificant dates or penuds of cnnstrm:tmrr

A guide for budget and schedule planning for. work or the historic strur:mre

A basis for design of recommended work

A compilation of key information on the history, ‘significance, and existing

condition of the historic structure

« A summary of information known and conditions observed at the time: of the
survey

= A readily accessible r&f&ranca document for owners, managers, staff,
cnmm]ttees, and pmressmnals wnrking onor using the historic: structure

= A tool for use In [nterpretation of the structure based on historical and physical
._ewdence

+ A bibliography of archival documentation relevant to the structure

» A resource for further reaean:h and 1mrastlgatiun

» Arecord of cumpleted work

L T I

Benefits for large-scale and long-term projects. In the development of any historic
structure report, the scope of work and level of detail are necessarily adjusted to meet
the requirements of a particular project, taking into account the property's significance,
condition, intended use, and available funding. This does not mean that every significant
historic property requires-or receives-a comprehensive Investigation and detailed report.
Some historic structure reports are of very limited scope. It may be necessary for a
project to proceed without a historic structure report, either because of the cost of the
report or a perceived need to expedite the work.,

Most large-scale or long-term work projects would benefit greatly from the preparation of
such a report-and not only from the value of the report as an efficient planning tool {See



box above). If work proceeds without a historic structure report to guide it, it is possible
that physical evidence important to understanding the history and construction of the
structure may be destroyed or that inappropriate changes may be made. The preparation
of a report prior to initiation of work preserves such information for future researchers.
Even more importantly, prior preparation of a report helps ensure that the history,
significance, and condition of the property are thoroughly understood and taken into
consideration In the selection of a treatment approach and development of work
recommendations, One of the goals of a histaric structure report Is to reduce the loss of

historic fabric or significance and to ensure the preservation of the historic character of
the resource.

When to Prepare the Report

Optimal first phase. The historic structure report is an optimal first phase of historic
preservation efforts for a significant building or structure, preceding design and
implementation of preservation, rehabilitation, restoration, or reconstruction work.
Information contained in the report documents existing conditions and serves as a basis
for proposing physical changes. As additional infermatlon is learned relevant to the
history of the bullding, and as work on the historic structure is implemented, the report
can be amended and supplemented.

Sr.n‘].n of Work

The following questions should be answered to determine the scope of work required for
the study:

» Isthe bullding's.history well understood?
Has the peridd of signlﬂc:anca been established?

+ Does the building: representa variety of. periods of cansl:ructlnn, additions, and
modifications, not allof. .whlch may. bg;slgmﬁcant?
‘What archival documentatlon is-avallable?
Does: the building have physmalsproblems that require: repair? ‘What construction
materials, and sysl:emszare ,;known toiexhiblt; dIsl:ress ar deterioration?

+ Does the building: haye;codefor functional’ problems that=lnterfere with its Uuse?

« Isithe bunldmgain use? Isfa new or more Intenslve \Use planr

« Isfunding avallable to, commlssmn the: report needer.l o address ‘these
requirements? IFnot, can'the scope of the report*be redu::ed to/answar. critical
questions.In a Iimited report"

« Has the time frame for'the overall project been established?

The length of time required to prepare a historic structure report and the budget
established for Its development wlll vary, depending on the complexity of the project, the
extent and availability of archival documentation, and to what extent work has already
been performed on the building. If the scope of a historic structure report for a simpie
bullding is limited to a brief overview of histeric slgnificance, a walk-through condition
assessment, and general treatment, the study and report may be completed within a few
months' time by an experienced investigator, On the other hand, a historlc structure



require extensive research and on-site study by a muitidisciplinary team. This type of
report can often take up to two years to complete.

71 Incremental preparation. If budgetary constraints
| preclude completing the historic structure report as one
project, it can be prepared incrementally. The work
recommendations should not be developed or
implemented prior to completion of research and
investigation, except for emergency stabllization to
@ prevent Inmediate failure or damage, or temporary
- measures to address critical health and safety issues. A
partlal historic structure report can be completed in
preparation for anticipated work that must be initiated to
preserve or protect the building. This type of report
T T 4 includes analysis of only those building elements and
At the Hudson Opera House, a multi- Systems that may be affected by the proposed work, and
z:gﬂ:?::i:dgtr:edf::;:m :ﬂfh- the involves _onIY the specialists needed to address the types
prepared Encrementally. The first of investigation and work _planned.‘ For examPIe,
phase of the report focused on research and documentation of existing interior finlshes
?Sffssr;t:ntr i:g ::::Tm?::::::ts may be required before undertaking locallzed structural
=t o sus i presenf;ﬁ onofthe Stabilization that will require removal of interior
building. Pheto: Gary Schiro. materlals.

In undertaking such work prior to the completion of a historic structure report, caution
should be taken not to alter or unnecessarily remove changes to the building that had
occurred over time. The completed report may conclude that such changes to the
building may have acquired significance in their own right and therefore merit
preservation.

Documenting past work. Sometimes a historic structure report Is initiated when repair
or restoration work on the historic building has already been completed. Although it is
always recommended that the study be done prior to new work, in this case, the report
needs to document--as fully as possible-the condltion and appearance of materials,
elemnents, and spaces as they existed prior to the work performed. The extent to which
this can be achieved depends on the quality of archival documentation available and
physical recording undertaken prior to the completed work. The report should describe
the nature and extent of the past repair or restoration work, and, if possible, should also
document research performed, reasons for design decisions made, and the construction
process for the work already completed on the structures.

Commissioning the Report

Commissloning a historic structure report reguires answering a series of questions to
establish the scope of work. The goals of the report need to be defined and the report
should be designed to support planning for the future of the historlc structure. This effort
may involve gathering information to answer questions about what is significant about
the building and site; what uses are appropriate for the building, or whether existing uses
need to be modified; what known conditions require repalr and whether those repairs are
urgent; and what short-term and long-term goals need to be addressed. Finally the
available budget for the historic structure report project should be established before a



request for proposals is issued,

The procedures for preparing a historic structure report and the outline of report content
and organization can serve as the basis to develop a scope of work for the study and also
to solicit proposals for a report that reflects the requirements of the specific structure,
and, of course, the available budget. Although the request for proposals should always
establlsh such a scope of work, firms may be invited to suggest adjustments to the scope
of work based on thelr past experience. The request for proposals should include a
qualifications submittal from each proposer, This submittal should include resumes for
the principal investigators and a description of experience in preparing historic structure
reports or similar studies, as well as experience with buildings of similar type, age, and
construction to the subject of the study. References and sample of work may be
requested from the proposer as part of this submittal. An interview with one or more
candidates is highly recommended, both so that the proposers can present their project
approach and qualifications, and so that the client can ask questions in response to the
submitted proposal.

How Much Will It Cost?

The cost of undertaking a historic structure report is determined by numerous factors,
some of which may be unique to a particular property. Common ko most projects,
however, are seven factors that help determine the cost of a report:

1. The level of significance of the property will certainly influence the cost. That is, a
property that is nationally significant would likely require a greater effort than a property
that is only locally slgnificant,

Historical photographs are an
invaluable aid and time saver In
establishing a building's original
construction and evolution; in gulding
the replication of missing features;
and even in understanding existing
material deterioration. The avaitablilty
of information, such as archival
photographs, surviving original
architectural drawings, or HABS
documentation, has a direct bearing
on the cost of preparing a historic
structure report. In this clrea 1890
photo of the Rancho San Andrés
Castro Adobe, the "lumbering up” on
the south end is a character-defining
feature of adobe construction that is



2. The treatment and use for which the historic photograph from the Historie
structure report qurrnatl_on provides a basis is an i:"’::g:':d':gg"ﬁ ?;“gagii‘;ri?;tate
important cost consideration. If the decislon is reached istarjan, california State Parks,

to malntain a building In Its current form, the level of  Monterey District.

effort required in preparing a historic structure report

would be less than where the intended treatment is a

comprehensive restoration. A change in building use

likewlse may increase the level of effort; for example,

the additional work involved In addressing different

building code provisions.

3. The avallability of Information about the historic resource has a direct bearing on
costs. Some historic structures are well researched, and drawings may have been
prepared to exacting standards, while others may require considerable original research
and investigatlion to establish the evolution of the structure. On occasion, a property
owner's In-house staff or volunteers may undertake research in advance of a contracted
study as a way to reduce the cost of the report,

4. The location of and access to a historic building is a cost factor for some studies. A
property in a remote mountain location can Involve high travel costs relatlve to
properties in or near an urban area. A structure requiring special techniques for exterior
physical inspection would involve higher access costs than a small residentlal structure.

e TR ere - —— ey

Cnilmﬁﬁé Information for the Report
A typical study involves:

Preliminary walk through

Research and review of archival documentation

Oral histories ] e |

An existing condition survey (including exterior and interior architectural

elements, structural systems, mechanical and electrical systems, etc.)

« Measured drawings following the Secretary of the Interior's Standards and
Guidelines for Architectural and Engineering Documentation

» Record phutﬂgmphv

= Evaluation of signTﬁcanr.e

« Discussion with the owner and users about current and future intended Uses for
the structure

= Selection and rationale for the most appropriate approach to treatment
{preaervatmn rehablll:atlnn, restoration, or recnnstructiun} I

»  Development: of specific work recommendations

- ® » W

5. The size and architectural character of a property affects the time required to prepare
a historic structure report. A simple four-room vernacular structure would usually involve
less effort than a complicated high-style courthouse with many signlficant spaces.



6. The physical condition of the structure and also the

. extent of physical fabric that is accessible for study will
be cost determinants as well. Obviously, a property in

' | good condition is usually less problematic than one in a
deteriorated state. For a structure that was continuously
occupied and where alteratlons cover earlier fabric, the
opportunity to extract information from physical fabric
dating to early periods may be limited without extensive
removals that are usually beyond the scope of the
historic structure report study. Even where buildings are
vacant, there are instances where certain physical
investigations may need to be limited because of the

el destructive impact that will occur to historic fabric.
Mumerows factors influence the

cost of preparing a historic " . A
structure report including the level 7+ 1Ne type of final report that is required can

of significance, size, and complexity Significantly affect the cost of the project, but is an area

of the property; required treatment  where ¢osts can readily be controlled, Historic structure
and use; existing condition; and the

location and access to the reports do not necessarily need to be professionally
structure, Historic structure reports bound and prlnted. In-house desktop publlshlng has
were prepared for several small become commonplace, and a formal work product can
:Lgcf;nt-:?:gs the lg:t?utl'lll: gir:g: " =925% often be obtained without excesslve costs. Overly
Lighthouse, shawn here. Phote: sophisticated printing and binding efforts represent a

Wiss, Janney Elstner Associates, misplaced funding allocation for most historic properties.
Ine. There are distinct advantages to having a report
prepared in an appropriate electronic form, thus reducing the number of hard copies and
facilitating future updates and additions to the report. For most praperties where historic
structure reports are prepared, ten or so hard copies should suffice. Providing one copy
of the report In a three-ring binder is a helpful and inexpensive way to furnish the owner
with a "working" copy of the document.

Suggested steps for collecting information prior to configuring the data into the
actual report are as follows:

Preliminary walk through. A preliminary walk through of the building and its site with
the owner or site manager, appropriate building staff representatives, and key members
of the historic structure report team is important to review the project scope of work.
During the walk through, a brief review of existing conditions can be performed to
highlight user concerns and gather information about distress and deterioration
observed. Building staff may also be able to provide Information on recent repalrs,
current maintenance procedures, and specific areas of active deterloration. A brief review
of existing documentation available on site is also useful. Site personnel may be able to
recommend additional archival resources.



Historical research. Archival research should be directed
toward gathering information on the building's history, original
construction and later modifications, occupancies, and uses over
time. Research for the report is not Intended to produce a large
compendium of historical and genealogical material, but rather
selected information necessary to understand the evolution of
the structure, its significance, and justification for the treatment
selected. For significant sites where other types of studies such
as archeological investigatlons or a cultural landscape report
have been compieted or are underway, coordination Is required
to ensure that research information is shared and that the
research effort is not duplicated.

If a National Reglster nomination or other inventory has already
been completed for the building and its site, the bibliography of
that document may suggest possible sources for further
research. In addition, a completed National Register nomination
can serve as a skarting point for development of the historic
structure report sections on history and significance, and can be
included In the appendix of the report.

Public and university libraries, and state and local historical
societies are likely sources of relevant materials. Municipal
recards collections often contaln deed and building permit
information that is useful In developing a chronology of
ownershlp and construction. Architectural, engineering, and
construction documents, shop drawings, repair documents, and
maintenance records are valuable sources of information. The
original drawings and specifications, if extant, may be kept at
the archives of the historic building but may also have been
retained by the firm that designed the building or successor
firms. Building records and other archival documentation may
have remained with the structure or site, with previous owners,
or with related properties.

Historical research is
directed toward gathering
infarmation on a
structure's history, original
construction and later
modifications, occupancies,
and uses over time.
Research may range from
national repositories such
as the Library of Congress
to local collections or
private family records. Old
newspapers, architectural
journals and even
manufacturing trade
catalogs can be surprising
sources of historical
accounts and illustrations.
This circa 1202 photograph
of New York's Flatiron
Building is of the
construction in progress;
such photegraphs are
useful in understanding
building chrenoiogy as well
as concealed conditions of
as-built construction such
as building framing. Photo:
Library of Congress, LC-
D401-14278,

Historic photographs are invaluable in developing a chronology of building changes and in
determining the character and detailing of missing elements. Photographs in private
collections, not intended as formal documentation, can often be useful. For example,
family photographs taken outdoors can document a building that appears in the
background. Renderings and paintings can also be useful, but these images must be
carefully analyzed and compared with other information to ensure accurate
interpretation. Carrespondence and oral histories can be important additions to the
overall information, but may be unreliable and should be confirmed, when possible, by
comparison with photographic documentation and physical evidence.

Fire insurance maps, such as Sanborn maps, can provide information on type of
construction materials. When maps from different years are available, these can be
useful in developing a chronology of additions and other changes to the structure.



Existing condition survey. A survey is performed to
document physical spaces and elements, and to assess
the current condition of building materials and systems.
In conjunction with historical research, the condition
survey helps determine the historic integrity of a
structure. The survey and inspection should address the
building's exterior and interior materlals, features and
finishes; structural systems; interior spaces; mechanical,
electrical, and plumbing systems; and fire detectlon and
security systems. Further study may be required such as
non-intrusive or intrusive investlgation, field testing,
sample removal, and laboratory testing and analysis of
materials.

Archeological Investigations can provide information on
the locations of building foundations and other sub-grade
building elements, and can assist in developing

Archeclogical studies n'r'l_ay he

information on the function of adjacent site areas, valuable In uncovering important
building elements, and previously unfinished floor spaces. e:idetnce oll;‘ cit;anges 't'o a histc;ric
; structure. Feilowing historica
The survey may a_tso address the immediate slte research and after several
landscape, if this is not covered in a separate cultural archeclogical soll probes, a
landscape report. decision was mada to excavate an

area in Iront of a mid-nineteenth
. cantury fireplace, revealing the
Information gathered during the survey can be original dirt floor and hearth

documented with field notes on baseline drawings Ardecisgiuearlicuraatorstion
consisting of field sketches or measured drawings. In S SEGHEESEHESIles:
addition, documentation can include photographs (35-mm, large format, digital,
perspective-corrected, and scale-rectified photographs; photogrammetry; and laser
techniques), sketches and measured drawings, computer-aided design and drafting
(CADD), video records, and written notes and field measurements. Depending upon
project requirements, documentation may need to be prepared to archival standards
regarding paper, photographs and negatives, electronic recards, and backup data.

Measured drawings and record photography. The collection of the Historic American
Building Survey/Historic American Engineering Record (HABS/HAER) archive at the
Library of Congress should be searched In case the property has been previously
documented through drawings and photographs. While many historic properties have
been documented since the start of this invaluable collection in the 1930s, It is still more
likely that this type of documentation does not exlst for a property for which a historic
structure report is belng undertaken. Preparation of such documentation to portray the
current condltion of a property can be an Invaluable addition to the historic structure
report. Besides serving as a documentary record of a structure, the recording documents
can serve another purpose such as an easement document, information for catastrophic
loss protection, interpretive drawings, or baseline drawlings for proposed work. If
undertaken as part of the current building study, the measured drawings and record
photography should follow the Secretary of the Interior's Standards and Guidelines for
Architectural and Engineering Documentation.



Materials Investigation and Testing. Field
examination and testing of bullding material may
Include non-destructive (non-intrusive) or, where
necessary, destructive (intrusive) examination
and/or testing of materials, components, and

. systems. Examples of non-destructive methods of
pe ccess methods nray be  H€ld examinatlon and testing include field

:eczssarvtfnr close-up l:nwzstisn:nion ;f microscopy, the use of a metal detector to locate
uilding elements. At the Wisconsin State N

Capitol, profect architects ond engineers concealed metal elementg,_and X-ray techniques
used rappelling techniques. Photo: Wiss, to assess concealed conditions. Some examples of
Janney, Elstner Associates, Inc. destructive methods of field examination and

testing Include structural testing, strain relief
testing, and inspection openings {probes).

Instruments such as a borescope, through which concealed conditions can be viewed
through a small hole, permit enhanced examination while limiting damage to the existing
building fabrlc.

Depending upon existing conditions and the results of the site inspection, field monitoring
may be required. Field monitoring can include humidity and temperature monitoring,
documentation of structural movement and vibratlons, light level monitoring, and other
environmental monitoring.

In addition, materials samples may be removed for laboratory
studies. A wide range of laboratory testing may be appropriate
to establish the composition of various construction materials,
determine causes of deterioration, and identify and assess
appropriate conservation and repair measures. Materials
analysls may also be helpful in dating changes to the structure
and in developing a chronology of construction. For example,
mortar analysis may be performed to determine the
composition of original and repointing mortars and to provide !
information for use In designing a mortar mix for repointing, As
another example, paint and other coatings may be analyzed to
determine finish types and composition, and original and
subsequent color schemes, using special analysls techniques
and comparison with color standard systems. Samples should
generally be returned to the owner and retained in case future
testing is required. In some cases, It may be appropriate to

; help establish the
reinstall the samples after materials studies have been chronology of paints and
o leted. paint colors used on a
conlpet building but also may aid in
the dating of existing
Sample removal and analysis may also be required to identify  architectural featares.

hazardous materials, which are present in many historic fxe':‘s"?:';’,:‘e:; oLl
buildings. For example, lead and other heavy metals are utilizing a hand-held
components of many older paints and coatings, and asbestos is microscope enabled an

a constituent of some roofing materials, claddings, sealants, investigating team to

. " . confirm in the field which
and insulation. Mold and mildew may be present and require medillions were original and

special treatment; In this case a consulting industrial hygienist  which were Iater

may need to be included in the project team. Analysis may be ~ [gPlacements. Phota: NPS
performed to confirm the materials present, determine the

nature of the hazard, and help identify methods of remediation or management.



As buildings constructed during recent decades become "histaric," newer materials
require study and analysis as part of historic structure reports. For example, curtain wall
components and joint sealants may require analysis to determine their composition,
identify causes of deterioration, and select appropriate replacement sealants. Composite
materials and plastics, present in post-World War II buildings, may also require special
effort to determine repair techniques or appropriate materials for replacement.

All of the information gathered during the physical investigation, and through field testing
and laboratory analysis, should be documented in field notes, sketches, photographs, and
test reports, This Information Is incorporated in the historic structure report and provides
a basis for the development of treatment recommendations.

Evaluation of significance. The process of evaluation occurs throughout the study of
the historic structure as information is gathered, compared, and reviewed. Historical data
and physical evidence are reviewed to help evaluate the historical, architectural,
engineering, and cultural significance of the property, its construction and use, and
occupants or other persons associated with its history and development. This evaluatlon
includes determination of the period(s) of primary significance. An overview of the
building's history and an assessment of Its significance are included in the report.

The Secretarv of thﬁ Interior pmvldes four distinct but [ntarm!at&d approaches
to the treatment of historic properties: |

« Preservation focuses on the maintenance and repair of existing! histc—nc
materials, and retention of a property's form as it has evolved aver tima i

+ Rehabilitation acknowledges the need to alter or add to a historic, property to . |
‘meet mnttnuing or changing uses while retaimng the pmpertv s historic 1
character.. !

« Restoration is undertaken to depict a property at'a particular period of time in |
its history, while removing evidence of other periods.

= Reconstruction re-creates vanished or non-surviving portions:of a property for
mterpr‘etw& pPUrposes.

Depending on the historical significance of the property, and whether a detailed history
has already been written, a brief or more detalled history may be appropriate. A
chronclogy of construction and changes to the bullding, developed through historic and
physical research, is an effective approach to identifying original building elements, as
well as modifications that have occurred over time. If a comprehensive National Register
nomination or other inventory has been prepared, the significance may already be
defined. In other cases, the significance of a building and even Its treatment may have
been established through authorizing legislation or through the charter of an organization
or foundation that owns the historic property. Where appropriate, however, the bullding's
significance should be re-evaluated in light of research performed for the historic
structure report.

The results of the research, investigation, and field and laboratory testing are reviewed
as a basis for developing specific work recommendations. The history and significance of
the building and its site are evaluated to understand what spaces, elements, and finishes
are of architectural or historical importance, and to confirm the overall project goals and
treatment direction. The physical condition of the building and its systems is evaluated



with regard to existing deterioration and distress, and needed repairs, as well as changes
required to meet treatment goals. Attention is given to identification of life safety issues
and code considerations. Conditlons are also Identified that could lead to future safety
risks, loss of historic fabric, or Joss af performance.

Selection of a treatment approach. Once the I o Y Vi ;
buitding's history, significance, and physical
condition have been researched and
investigated, an appropriate treatment is usually
selected. Depending upon the intended use of a
property, funding prospects, and the findings of
the Investigation, it may be necessary in some
cases to identify and discuss an alternate
treatment as well. For example, a building
currently occupied by caretakers that [s a .

candidate for restoration and use as @ MUSEUM  The treatment approach selected for a
may require such ambitious funding support building usually is determined by the
that, for the foreseeable future, a more practical e ang the miames o i
treatment could be to preserve the building and  investigation. The Wolf Creek Inn, operated
retaln the caretakers. In this case, the treatment by the Oregon Parks and Recreation

- Department, is among the most intact and
recommendatlon_would be to restore the oldest active traveler's inns in Oregon. The
property and project work relevant to the historic structure report outlined a
restoration would be described. However, the reh?(b“ita“on mdattlpeﬂt which iiﬂcltlded Sufh

o . . 3 work recommendations as repairs to specilic
alternate treatn_went (in th'|5 -mst_anf:e aninterim  \ioric fabric, landscape mst':,rmon af“, site
one) of preserving the building in its current improvements, and upgrading of the
form would also be described, Including building’s mechanical and electrical systems.

discussion of work appropriate to preservation — Saac: Histeric Ametican Building Survey,
such as repalring the existing roof and Installing
a monitored fire detection system.

In selecting an appropriate treatment, The Secretary of the Interior's Standards for the
Treatment of Historic Properties can be particularly helpful. In use for more than twenty-
five years, the Standards are a widely accepted means of planning for and undertaking
project work in @ manner that preserves historic materials and elements. The Secretary's
Standards have been adopted by many state and local review entities for review of work
proposals on historic structures.

The Standards and their accompanying Guidelines describe four different options for
treatment and list recommended techniques for exterlor and interior work consistent with
each option. One treatment (preservation, rehabilitation, restoration, or reconstruction)
Is usually selected and followed throughout the course of a project involving a particular
building. Application of a single treatment approach helps to avoid inappropriate
combinations of work, such as restoring a building's appearance to an earlier time in
history while simultaneously constructing a new addition.

Development of work recommendations. The work recommendations are a central
feature of the report, They are developed only after the research and investigation has
been completed and the overall project goal established as to whether a particular
building should be preserved, rehabilitated, restored, or reconstructed. The specific work
recommendations need to be conslstent with the selected treatment. If analysis
performed during the study suggests that the approach or use initially proposed would
adversely affect the materials, character, and significance of the historic building, then an



alternate approach with a different scope of wark or different use may need to be
developed. The process of developlng work recommendations also needs to take into
account applicable laws, regulations, codes, and functional requirernents with specific

attention to lIfe safety, fire protection, energy conservation, abatement of hazardous
materials, and accesslbllity for persons with disabilities.

In addition to project goals, the proposed work is also guided by the building's condition.
The scope of recommended work may range fram minor repairs to structural stabilization
to extensive restoration. In addition, the scope of work may be very narrow (e.g.,
priming and palnting of woodwork and repair of deteriorated roof flashings), or very
extensive (e.g., stabilization of timber framing or major repair and repointing of exterior
masonry walls). The result of implementing {or not Impiementing) the recommended
work needs to be considered as the recommendatlons are developed.

The historic structure report for the Hotal
Florence, shown here in 1886, provided a
bagis for stabilization and rapair work which
has been completed. Initial phases of work
addressed preservation of the bullding
envelope, structural repairs, and limited
mechanical and electrical improvements. The
report also provided recommendations for
future rehabilitation work that will be
implemented in phases as funding becomes
available, Photo: Historic American Buildings
Survey.

Of course, the available project budget Is also a
factor in determining the extent of recommended
work and whether it must be accomplished in
several phases or projects. Whether or not
available budget Is the primary factor in
determining the extent of work that can be
performed, it is often useful to prioritize
recommended work items. The recornmended
tasks can be examined in terms of relative
importance and the time required for
implementation. Prioritizing repairs can be critica!
where immediate or short-term work is needed to
stabilize a bullding or structure, ellminate safety
hazards, make the bullding weather tight, and
protect it against further deterioration.

Appropriate procedures for undertaking the
recommended work items are described in the
historic structure report and are intended to
serve as a basis for planning the repair,
rehabilitation, or restoration design. The level of

detail to which the work items are defined should be limited In the historic structure
report, as these recommendations serve as the foundation for, rather than in place of,
design and construction documents for the work. For example, baseline drawings
annotated with existing condition notes can later serve as a starting place for
development of construction drawings. Outline procedures provided in the report for
recommended work items can be used later to develop specifications for the work.
Finally, a general opinion of probable costs associated with the recommended work is
often prepared. A cost estimate is useful to building owners and managers in budget
planning and also assists in prioritizing the work. For large or complex projects, the
services of a professional cost estimator may be helpful in this effort.

Report Preparation



Upon completion of the research, physical investigation,
evaluation, and work recommendations, the historic
structure report is compiled. The principal investigator
may submit an outline of the report for owner review at
the beginning of the report preparation. A draft report
may also be submitted for review when the report is
partially complete, especially if there are many new
research findings, slgnificant physical distress conditions
to be addressed, or complicated choices to be made In
determining the treatment.

The report should be
prepared in a style and
format that is readily

he historic str
Naland House in Independence, A
Missouri, a vernacular house thatjs 2¢cessible and user-

slgnificant as part of the context of frlendly; however, It is

Harry S. Truman’s life and family in

Independence, Missouri, includes not essential that a

phutngraphs and measured Standal‘diZEd method or
drawings todrecn;d existingh format be followed for all
features and conditions of the f :

building. The measured drawings historic structure

will also provide a basis for reports. The report can

construction documents for future  be primarily narrative or
preservation work, This photograph ; i
iHustrates the frant elevation of the graphlc, but is most
house. Photo: Bahr, Vermeer & typically a combination
Haecker, Architects Ltd. of these formats. Ease
and economy of report  This is one of the measured
preparation should be considered but should not take :;1‘:;"?;{;";?;::3‘3&::’“5" (see
- , teft). : .
precedence over clarity and thoroughness of Vermeer & Haecker, Architects Ltd,

documentation.

Meetings and presentations. In addition to meetings with site personnel early in the
study process, It Is helpful for the project team to meet at key points during the
research, Investigation, and development of the historic structure report. For example, it
is useful for the project team members performing archival research to meet with site
personnel to revlew documents and findings, and to help ensure that important archival
sources have nat been overlooked. Project team members may also walk through the
building with site personnel during the investigation phase to review and discuss existing
conditions and possible recommendation approaches. When the report is in draft form, a
meeting of the project team with those personnel who will be reviewing and using the
report is useful to discuss overall goals, treatments, and recommendations as these are
being developed. Finally, when the study is complete, a presentation of the completed
study by the project team helps to familiarize the owner and building personnel with the
report, highlight key issues, answer questions, and provide a transition to the use of the
report as a working document by the building's caretakers.

Report Organization

The scope of the study-historical research, condition survey, investigation and testing,
evaluation, selection of appropriate treatment, and development of specific work
recommendations-generates a wealth of information about the history and condition of



the building and the specific work needed to, preserve, rehabilitate, restore, or
reconstruct It. This information is typlcally a combination of historical and technical data
obtained by different members of the project team and presented as an integrated report
in text, photographs, drawings, and tables. The project leader or principal author must
guide the development of the report so that key issues are addressed, information is
documented and assimilated In the report findings and discussion, recommendations are
clearly presented, and no information is lost ar misinterpreted in the compilation process.

In order to integrate the many pleces of Informatlon Iinto a coherent and comprehensive
whole, the historic structure report is generally organized into two principal sections
preceded by a brief introduction that summarizes overall findings and recommendations
and provides project administrative data. The main sections of the report consist of (1) a
narrative that documents the evolution of the building, Its physical description, existing
condition, and an evaluation of significance; and (2) a discussion of historic preservation
objectives, together with recommendations for an overall treatment approach and for
speciflc work. The report is usually supplemented with footnotes or endnotes,
bibliography, and appendices of historical documentation and technical data.

It is highly recommended that a post project record of all work performed later be added
as a supplement to the historic structure report. This record may consist of annotated
drawings, photographs, and other documentation of the work performed. Site personnel
may help coordinate this supplement or record if the principal author of the report is nat
involved in the later construction phase. Some organizations and government agencies
consider the post project recard to be a third part of a historic structure report and not
just a supplement.

When physical evidence is discovered during the course of the construction work or when
new documentary evidence is discovered as research continues after completion of the
report, this also should be recorded and incorporated into the historic structure report or
in an appendix to the report. An important goal of the historic structure report process is
to malntain the report as an active and working document, both to facllitate the use of
information compiled in the report and to permit the report to readily accommodate new
information as it becomes avallable.

Report Production and Availability

The historic structure report is most often prepared in the form of a printed, illustrated
manuscript. In recent years, attentlon has been given to creating or transforming the
historic structure report into an electronic document as well. In electronic format, the
report can easily be shared with interested parties and is readlly updated.

However, because historic structure reports are still mostly produced in printed format
(although sometimes concurrently with an electronic document), It is important that,
after production, one or more copies be provided to the property owner and also made
avalilable to the project team. As the basis for design and construction documents, the
historic structure report needs to be readily available and extensively used during
implementation of the work.

At |east one site copy should be malntained in a physical format that can be readily



updated, such as a three-ring notebook to which additional documentation can easily be
added. Field documentation materials, including photographs and negatives, measured
fleld drawings, condition reports and surveys, materials test reports, and other
informatlon gathered during the study can be stored in an archive by the building owner
for future reference.

An archival copy should also be provided to the owner, and a minimum of one archival
copy kept at the project site and at an appropriate local or reglonal archive, such as a
state historical library. Copies of the historic structure report may also be provided to a
local historical organization or university and the state historic preservation agency or
historical society. In addition, a copy may be given to the National Trust for Historic
Preservation Library at the University of Maryland at College Park, which has established
a reference collection of historic structure reports.

Summary

Varlous agencies and organizations have employed historic structure reports as planning
tools for many years, for example, the Natlonal Park Service, General Services
Administration, New York State Office of Parks, Recreatlon and Historic Preservation, and
the Society for the Preservation of New England Antiquities. These and other agencies
and organizations may have specific requirements and procedures for reports prepared
for properties under their stewardship that differ from those described in this
Preservation Brief, All historic structure reports, however, share a common goal-the
careful docurmentation and appropriate treatment of significant historic structures.

The historic structure report is an optimal first phase of historic preservation efforts for a
significant building, preceding design and implementation of its preservation,
rehabilitatlon, restoration, or reconstruction. If work proceeds without a historic structure
report as a guide, physical evidence important to understanding the history and
constructlon of the bullding may be destroyed. The preparation of a report prior to
inltiation of work provides documentation for future researchers. Even more importantly,
prior preparation of a report helps ensure that the history, significance, and condition of
the property are thoroughly understood and taken into consideration in the selection of
an appropriate treatment and in the development of work recommendations. A well
prepared historic structure report Is an invaluable preservation guide.
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The Historic American Buildings Survey/Historic American Engineering Record
(HABS/HAER) a division of the National Park Service is responsible for documenting the
historic buildings, sites, structures, and objects of this country by producing measured
drawings, large format photographs, and written histories. The Library of Congress, Prints
and Photographs Division is the repository for these documents. The American Institute of
Architects, the American Society of Civil Engineers, and the other founding engineering
societies provide technical guidance. The regional offices of the National Park Service in
Philadelphia, Atlanta, Denver, San Francisco, and Anchorage administer the mitigation
documentation program.



Preface

This booklet contains the Secretary of the Interior's Standards for Architectural and Engineering
Documentation as published in the Federal Register on September 29, 1983 - commonly known
as the HABS/HAER Standards for the Historic American Buildings Survey/Historic American
Engineering Record (HABS/HAER) program of the National Park Service.

These performance standards are intended to define the products acceptable for Iinclusion in the
HABS/HAER callections within the Library of Congress.

Those products include:
o Measured Drawings
o  Large Format Photographs

(o} Written Data

These standards are as originally published in the Federal Register on September 29, 1983 except
that the Recommended Sources of Technical Information and Annotated Bibliography contained
in the notice of 1983 have been updated to reflect current availahility of publications and other
printed materiais. These standards are not intended to be used alone but in conjunction with
guidelines and other publications listed in the bibliography included here.

These standards will be used to produce for the following reasons, documentation that meets
HABS/HAER standards:

©  In preparing mitigation documentation in accordance with the National Historic Preservation
Act of 1966, as amended (16 U.S.C. 470 et seq.).

©  In preparing documentation to be donated to the HABS/HAER collection.
©  In preparing documentation as part of a HABS/HAER recording project.

Additional information concerning the HABS/HAER program is available by writing the Chief,
HABS/HAER Division, National Park Service, P.O. Box 37127, Washington, D.C. 20013-7127.

Robert J. Kapsch

Chief

Historic American Buildings Survey/
Historic American Engineering Record
National Park Service



SECRETARY OF THE INTERIOR'S STANDARDS
for
ARCHITECTURAL AND ENGINEERING DOCUMENTATION®

These standards concern the development of documentation for historic buildings,
sites, structures, and objects. This documentation, which usually consists of measured
drawings, photographs, and written data, provides important information on a property's
significance for use by scholars, researchers, preservationists, architects, engineers, and
others interested in preserving and understanding historic properties. Documentation permits
accurate repair or reconstruction of parts of a property, records existing conditions for
easements, or may preserve information about a property that is to be demolished.

These standards are intended for use in developing documentation to be included in
the Historic American Building Survey (HABS) and the Historic American Engineering Record
(HAER) Collections in the Library of Congress. HABS/HAER in the National Park Service,
have defined specific requirements for meeting these Standards for their collections. The
HABS/HAER requirements include information important to development of documentation
for other purposes such as State or local archives.

S Documentation Shall Ad Explicate and lllustrate What is Significant
or Valuable About the Historic Building, Site, Structure or Object Being Documented.

The historic significance of the building, site, structure or object identified in the
evalualion process should be conveyed by the drawings, photographs and other materials that
comprise documentation. The historical, architectural, engineering or cultural values of the
property together with the purpose of the documentation activity determine the level and
melhods of documentation. Documentation prepared for submission to the Library of
Congress must meet the HABS/HAER Guidelines.

Standard Il. Documentation Shall be Prepared Accurately From Reliable Sources With

Limitations Cl Stated to Permit Inde V cati e Information,

The purpose of documentation is to preserve an accurate record of historic properties
that can be used in research and other preservation activities. To serve these purposes, the
documentation must include information that permits assessment of its reliability.

Standard lll. Documentation Shall be Prepared on Materials That are Readily
Reproducible, Durable and in Standard Sjzes.

The size and quality of documentation materials are important factors in the
preservation of information for future use. Selection of materials should be based on the
length of time expected for storage, the anticipated frequency of use and a size convenient
for storage.

Standard IV, Documentation Shall be Clearly and Concisely Produced.

In order for documentation to be useful for future research, written materials must be
legible and understandable, and graphic materials must contain scale information and Iocation
references.

' Federal Register, Vol, 48, No. 190, Thursday, Septamber 29, 1983, pp. 44730-44731.



SECRETARY OF THE INTERIOR'S GUIDELINES
for
ARCHITECTURAL AND ENGINEERING DOCUMENTATION?

Introduction

These Guidelines link the Standards for Architectural and Engineering Documentation
with more specific guidance and technical information. They describe one approach to
meeting the Standards for Architectural Engineering Documentation. Agencies, organizations
or individuals proposing to approach documentation differently may wish to review their
approaches with the National Park Service.

The Guidelines are organized as follows:

Definitions

Goal of Documentation

The HABS/HAER Collections

Standard |I: Content

Standard [I: Quality

Standard NI; Materials

Standard IV: Presentation

Architectural and Engineering Documentation
Prepared for Other Purposes

Recommended Sources of Technical Information
and Annotated Bibliography

Definitions
These definitions are used in conjunction with these Guidelines:

© Architectural Data Form-a one page HABS form intended to provide identifying
information for accompanying HABS documentation.

o Documentation-measured drawings, photographs, histories, inventory cards or other
media that depict historic buildings, sites, structures or objects.

© Field Photography-photography other than large-format photography, intended for the
purpose of producing documentation, usually 35mm.

o Field Records-notes of measurements taken, field photographs and other recorded
information intended for the purpose of producing documentation.

® Fedsraf Register, Vol. 48, No. 190, Thursday, Septemnber 29, 1983, pp.44731-34.
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o Inventory Card-a one page form which includes written data, a sketched site plan and
a 35mm contact print drymounted on the form. The negative with a separate contact
sheet and index should be included with the inventory card.

o Large Format Photographs-photographs taken of historic buildings, sites, structures
or objects where the negative is a 4 X 5", 5 X 7" or 8 X 10" size and where the
photograph is taken with appropriate means to correct perspective distortion.

© Measured Drawings-drawings produced on HABS or HAER formats depicting existing
conditions or other relevant features of historic buildings, sites, structures or objects.
Measured drawings are usually produced in ink on archivally stable material, such as
mylar,

o Photocopy-A photograph, with large-format negative, of a photograph or drawing.

© Select Existing Drawings-drawings of historic buildings, sites, structures or objects,
whether original construction or later alteration drawings that portray or depict the
historic value or significance.

©c Sketch Plan-a floor plan, generally not to exact scale although often drawn from
measurements, where the features are shown in proper relation and proportion to one
another.

Goal of Documentation

The Historic American Buildings Survey (HABS) and Historic American Engineering
Record (HAER) are the national historical architectural and engineering documentation
programs of the National Park Service that promote documentation incorporated into the
HABS/HAER collections in the Library of Congress. The goal of the collections is to provide
architects, engineers, scholars, and interested members of the public with comprehensive
documentation of buildings, sites, structures and objects significant in American history and
the growth and development of the built environment.

The HABS/HAER Collections: HABS/HAER documentation usually consists of
measured drawings, photographs and written data that provide a detailed record which reflects
a property's significance. Measured drawings and properly executed photographs act as a
form of insurance against fires and natural disasters by permitting the repair and, if necessary,
reconstruction of historic structures damaged by such disasters. Documentation is used to
provide the basis for enforcing preservation easement. In addition, documentation is often
the last means of preservation of a property; when a property is to be demolished, its
documentation provides future researchers access to valuable information that otherwise
would be lost,

HABS/HAER documentation is developed in a number of ways. First and most usually,
the National Park Service employs summer teams of student architects, engineers, historians,
and architectural historians to develop HABS/HAER documentation, under the supervision
of National Park Service professionals. Second, the National Park Service produces
HABS/HAER documentation in conjunction with restoration or other preservation treaiment,
of historic buildings managed by the National Park Service. Third, Federat agencies, pursuant
to Section 110(b) of the National Historic Preservation Act, as amended, record thase historic



properties to be demalished or substantially altered as a result of agency action or assisted
action (referred to as mitigation projects). Fourth, individuals and organizations prepare
documentation to HABS/HAER standards and donate that documentation to the HABS/HAER
collections. For each of these programs, different Documentation Levels will be set.

The standards describe the fundamental principals of HABS/HAER documentation.
They are supplemented by other material describing more specific guidelines, such as line
weights for drawings, preferred techniques for architectural photography, and formats for
written data. This technical information is found in the HABS/HAER Procedures Manual.

These guidelines include important information about developing documentation for
State or local archives. The State Historic Preservation Officer or the State library should be
consulted regarding archival requirements if the documentation will become part of their
collections. In establishing archives, the important questions of durability and reproducibility
should be considered in relation to the purposes of the collection.

Documentation prepared for the purpose of inclusion in the HABS/HAER collections
must meet the requirements below. The HABS/HAER office of the National Park Service
retains the right to refuse to accept documentation for inclusion in the HABS/HAER collections
when that documentation does not meet HABS/HAER requirements, as specified below.

Standard I: Content

1. Requirement: Documentation shall adequately explicate and illustrate what is
significant or valuable about the historic building, site, structure or object being documented.

2. Criteria: Documentation shall meet one of the following documentation levels to be
considered adequate for inclusion in the HABS/HAER collections.

a. Documentation Level |;

(1) Drawings: a full set of measured drawings depicting existing or historic
conditions.

(2) Photographs: photographs with large-format negatives of exterior and
interior views; photocopies with large-format negatives of select existing
drawings or historic views where avallable.

(3) Written data: History and description.

b. Documentation Level Il;

(1) Drawings: select existing drawings, where available, should be
photographed with large-formal negatives or photographically
reproduced on mylar.

(2) Photographs: photographs with large-format negatives of exterior and
interior views, or historic views, where available.

(3) Written data: history and description.

¢. Documentation Level I1);
(1) Drawings: sketch plan.
(2) Photographs: photographs with large-format negatives of exterior and
interior views.
(3) Written data: architectural data form.



d. Documentation Level |V: HABS/HAER inventory card.
3. Test: Inspection of the documentation by HABS/HAER staff,

4. Commentary. The HABS/HAER office retains the right to refuse to accept any
documentation on buildings, sites, structures or objects lacking historicai significance.
Generally, buildings, sites, structures or objecls must be listed in, or eligible for listing in the

National Register of Historic Places to be considered for inclusion in the HABS/HAER
collections.

The kind and amount of documentation should be appropriate to the nature and
significance of the buildings, site, structure or object being documented. For example,
Documentation Level | would be inappropriate for a building that is a minor element of a
historic district, notable only for streetscape context and scale. A full set of measured drawings
for such a minor building would be expensive and would add little, if any, information to the
HABS/HAER collections. Large format photography [Documentation Level Ill] would usually
be adequate to record the significance of this type of building.

Similarly, the aspect of the property that is being documented should reflect the nature
and significance of the building, site, structure or object being documented. For example,
measured drawings of Dankmar Adler and Louis Sullivan's Auditorium Building in Chicago
should indicate not only facades, floor plans and sections, but also the innovative structural
and mechanical systems that were incorporated in that building. Large format photography
of- Gunston Hall in Fairfax County, Virginia, to take another example, should clearly show
William Buckland's hand-carved moldings in the Palladian Room, as well as other views.

HABS/HAER documentation is usually in the form of measured drawings, photographs,
written data. While the criteria in this section have addressed only these media,
documentation need not be limited to them. Other media, such as films of industrial
processes, can and have been used to document historic buildings, sites, structures or objects.
if other media are to be used, the HABS/HAER office should be contacted before recording.

The actual selection of the appropriate documentation level will vary, as discussed
above. For mitigation documentation projects, this level will be selected by the National Park
Service Regional Office and communicated to the agency responsible for completing the
documentation. Generally, Level | documentation is required for nationally significant buildings
and structures, defined as National Historic Landmarks and the primary historic units of the
National Park Service.

On occasion, factors other than significance will dictate the selection of another level
of documentation. For example, if a rehabilitation of a property is planned, the owner may

wish to have a full set of as-built drawings, even though the significance may indicate Level
1l documentation.

HABS Level | measured drawings usually depict existing conditions through the use
of a site plan, floor plans, elevations, sections and construction details. HAER Level |
measured drawings will frequently depict criginal conditions where adequate historical material
exists, so as to illustrate manufacturing or engineering processes.



d. Documentation Level IV: HABS/HAER inventory card.
3. Test: Inspection of the documentation by HABS/HAER staff.

4. Commentary: The HABS/HAER office retains the right to refuse to accept any
documentation on buildings, sites, structures or objects lacking historical significance.
Generally, buildings, sites, structures or objects must be listed in, or eligible for listing in the
National Register of Historic Places to be considered for inclusion in the HABS/HAER
collections.

The kind and amount of documentation should be appropriate to the nature and
significance of the buildings, site, structure or object being documented. For example,
Documentation Leve! | would be inappropriate for a building that is a minor element of a
historic district, notable only for streetscape context and scale. A full set of measured drawings
for such a minor building would be expensive and would add little, if any, information to the
HABS/HAER collections. Large format photography [Documentation Level 111} would usually
be adequate to record the significance of this type of building.

Similarly, the aspect of the property that is being documented should reflect the nature
and significance of the building, site, structure or object being documented. For example,
measured drawings of Dankmar Adler and Louis Sullivan's Auditorium Building in Chicago
should indicate not only facades, floor plans and sections, but also the innovative structural
and mechanical systems that were incorporated in that building. Large format photography
of-Gunston Hall in Fairfax County, Virginia, to take another example, should clearly show
William Buckland's hand-carved moldings in the Palladian Room, as well as other views.

HABS/HAER documentation is usually in the form of measured drawings, photographs,
written data. While the criteria in this section have addressed only these media,
documentation need not be limited to them. Other media, such as films of industrial
processes, can and have been used to document historic buildings, sites, structures or objects.
If other media are to be used, the HABS/HAER office should be contacted before recording.

The actual selection of the appropriate documentation level will vary, as discussed
above. For mitigation documentation projects, this level will be selected by the National Park
Service Regional Office and communicated to the agency responsible for completing the
documentation. Generally, Level | documentation is required for nationally significant buildings
and structures, defined as National Historic Landmarks and the primary historic units of the
National Park Service.

On occasion, factors other than significance will dictate the selection of another level
of documentation. For example, if a rehabilitation of a property is planned, the owner may
wish to have a full set of as-built drawings, even though the significance may indicate Level
Il documentation.

HABS Level | measured drawings usually depict existing conditions through the use
of a site plan, floor plans, elevations, sections and construction details. HAER Level |
measured drawings will frequently depict original conditions where adequate historicat material
exists, so as to illustrate manufacturing or engineering processes.



Level il documentation differs from Level | by substituting copies of existing drawings,
either original or alteration drawings, for recently executed measured drawings. If this is done,
the drawings must meet HABS/HAER requirements outlined below. While existing drawings
are rarely as suitable as-built drawings, they are adequate in many cases for documentation
purposes. Only when the desirability of having as-built drawings is clear are Level | measured
drawings required in addition to existing drawings. If existing drawings are housed in an
accessible collection and cared for archivally, their reproduction for HABS/HAER may not be
necessary. In other cases, Level | measured drawings are required in the absence of existing
drawings.

Level lll documentation requires a sketch plan if it helps to explain the structure. The
architectural data form should supplement the photographs by explaining what is not readily
visible.

Level IV documentation consists of completed HABS/HAER inventory cards. This leve!
of documentation, unlike the other three levels, is rarely considered adequate documentation
for the HABS/HAER collections but is undertaken to identify historic resources in a given area
prior to additional, more comprehensive documentation.

Standard 1i: Quali

1. Requirement: HABS and HAER documentation shall be prepared accurately from
refiable sources with limitations clearly stated to permit independent verification of information.

2. Criteria: For all levels of documentation, the following quality standards shall be
met:

a. Measured drawings: Measured drawings shall be produced from recorded,
accurate measurements. Portions of the building that were not accessible for
measurement should not be drawn on the measured drawings but clearly labeled as
not accessible or drawn from available construction drawings and other sources and
so identified. No part of the measured drawings shall be produced from hypothesis
or non-measurement related activities. Documentation Level | measured drawings
shall be accompanied by a set of field notebooks in which the measurements were first
recorded. Other drawings prepared for Documentation Levels I} and Ili, shall include
a statement describing where the original drawings are located.

b. Large format photographs: Large format photographs shall clearly depict the
appearance of the property and areas of significance of the recorded building, site,
structure or object. Each view shall be perspective-corrected and fully captioned.

c. Wiitten history: Wiritten history and description for Documentation Levels | and
Il shall be based on primary sources to the greatest extent possible. For Levels Ill and
IV, secondary sources may provide adequate information; if not, primary research will
be necessary. A frank assessment of the reliability and limitations of sources shall be
included. Within the wiritten history, statements shall be footnoted as to their sources,
where appropriate. The written data shall include a methodology section specifying
name of researcher, date of research, sources searched, and limitations of the project.



3. Test: Inspection of the documentation by HABS/HAER staff.

4. Commentary: The reliability of the HABS/HAER collections depends on
documentation of high quality. Quality is not something that can be easily prescribed or
quantified, but it derives from a process in which thoroughness and accuracy play a large part.

The principle of independent verification of HABS/HAER documentation is critical to the
HABS/HAER collections.

Standard Ill: Materials

1. Requirement: HABS and HAER documentation shall be prepared on materials that
are readily reproducible for ease of access; durable for long storage; and in standard sizes
for ease of handiing.

2. Criteria: For all levels of documentation, the following material standards shall be
met:

a. Measured Drawings:
Readily Repreducible: Ink on translucent material.
Durable: Ink an archivally stable materiais.
Standard Sizes: Two sizes: 19 X 24" or 24 X 36".
b. Large Format Photographs:
Readily Reproducible: Prints shall accompany all negatives.
Durable: Photography must be archivally processed and stored. Negatives
are required on safety film only. Resin-coated paper is not accepted. Color
photography is not acceptable.
Standard Sizes: Three sizes: 4 X 5", 5X 7", 8 X 10",
c. Written History and Description:
Readily Reproducible: Clean copy far xeroxing.
Durable: Archival bond required.
Standard Sizes: 8% X 11",
d. Field Records:
Readily Reproducible: Field notebooks may be xeroxed. Photo identification
sheet will accompany 35 mm negatives and contact sheets.
Durable: No requirement
Standard Sizes: Only requirement is that they can be made to fit into a 9% X
12" archival folding file.

3. Test. Inspection of the documentation by HABS/HAER staff.

4. Commentary: All HABS/HAER records are intended for reproduction; some 20,000
HABS/HAER records are reproduced each year by the Library of Congress. Although field
records are not intended for quality reproduction, it is intended that they be used to supplement
the formal documentation. The basic durability perfformance standard for HABS/HAER records
is 500 years. Ink on mylar is believed to meet this standard, while color photography, for
example, does not. Field records do not meet this archival standard, but are maintain in the
HABS/HAER collections as a courtesy to the collection user.



Standard IV: Preservation

1. Requirement. HABS and HAER documentation shall be clearly and concisely
produced.

2. Criteria: For Jevels of documentation as indicated below, the following standards
for presentation wili be used:

a. Measured Drawings: Level | measured drawings will be lettered mechanically
{i.e., Leray or similar) or in a handprinted equivalent style. Adequate
dimensions shall be included on all sheets. Level lll sketch plans should be
neat and orderly.

b. Large format photographs: Level | photographs shall include dupiicate
photographs that include a scale. Level Il and |l photographs shall include,
at a minimum, at least one photograph with a scale, usually of the principal
facade.

c. Written history and description: Data shall be typewritten on bond, following

accepted rules of grammar.

3. Test: Inspection of the documentation by HABS/HAER staff.

Architectural and Engipeering Documentation Prepared for Other Purposes

Where a preservation planning process is in use, architectural and engineering
documentation, like other treatment activities, are undertaken to achieve the goals identified
by the preservation planning process. Documentation is deliberately selected as a treatment
for properties evaluated as a significant, and the development of the documentation program
for a property follows from the planning objectives.

Documentation efforts focus on the significant characteristics of the property, as
defined in the previously completed evaluation. The selection of a level of documentation and
the documentation techniques (measured drawings, photography, etc.) is based on the
significance of the property and the management needs for which the documentation is being
performed. For example, the kind and level of documentation required to record a historic
praperty for easement purposes may be less detailed than that required as mitigation prior
to destruction of the property. In the former case, essential documentation might be limited
to the portions of the property controlled by the easement, for example, exterior facades; while
in the latter case, significant interior architectural features and non-visible structural details
would also be documented.

The principles and content of the HABS/HAER criteria may be used for guidance in
creating documentation requirements for other archives. Levels of documentation and the
durability and sizes of documentation may vary depending on the intended use and the
repository. Accuracy of documentation should be controlled by assessing the reliability of all
sources and making that assessment available in the archival record; by describing the
limitations of the information available from research and physical examination of the property
and by retaining the primary data (field measurements and notebooks) from which the archival
record was produced. Usefulness of the documentation products depends on preparing the
documentation on durable materials that are able to withstand handling and reproduction, and
in sizes that can be stored and reproduced without damage.



Recommended Sources of Technical Information and Annotated Bibliography®

Recording Historic Structures is available through AIA Press, request publication #/SBN 1-
55835-018-7 (hardcover - $26.95) or #|SBN 1-55835-021-7 (softcover - $19.95), plus $3.00
shipping charge, and D.C. or Maryland sales tax, if applicable. AIA Order Department, 9 Jay
Gould Court, P.O. Box 753, Waldorf, Maryland 20601.

Recording Historic Structures. John A. Burns, editor. Washington, D.C.: The AIA
Press, 1989.

With over 200 photographs, drawings, illustrations, a bibliography, and an index, this

handbook discusses each aspect of the documentation of historic structures, using

examples from the HABS/HAER collection.

The following printed materials are available by writing to: HABS/HAER - National Park
Service, P.O. Box 37127, Washington, D.C. 20013-7127. Please send check or money order
made out to the U.S. Treasury, to cover the cost of reproduction and handling. Availability
and price accurate as of June 1, 1990.

Guidelines for Recording Historic Ships. Richard K. Anderson, Jr. Washington, D.C.:
Historic American Buildings Survey/Historic American Engineering Record, National Park
Service, 1988. Free, limited quantity.

This document marks the revival of the 1930's Historic American Merchant Marine

Survey and provides the definitive guide to maritime recording.

HABS Field instructions for Measured Drawings. Washington, D.C.: Historic American
Buildings Survey/Historic American Engineering Record, National Park Service, 1981. $5.00

Gives procedures for producing measured drawings of historic buildings to
HABS/HAER standards.

HABS Historian's Procedures Manual. Washington, D.C.: Historic American Buildings
Survey/Historic American Engineering Record, National Park Service, 1983. $2.00

Provides guidelines for producing written data on historic buildings to HABS/HAER
standards.

HAER Field Instructions. Washington, D.C.: Historic American Buildings Survey/
Historic American Engineering Record, National Park Service, 1981. $5.00

Provides guidelines for documenting to HABS/HAER standards, historic engineering

and industrial sites and structures with measured drawings and written data.

*The original recommended sources of technical informalion contained in the Federal Ragister notice of
Septemnber 29, 1983 have been omitted since most are out of print and/or superceded. The above
recommended sources of technical information represent information available and current as of 1990,
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Specifications for the Production of Photographs. Washington, D.C.: Historic American

Buildings Survey/Historic American Engineering Record, National Park Service, 1584. $2.00
Provides criteria for the production of large format photographs for acceptance to the
HABS/HAER collection.

Transmitting Documentation to HABS/HAER WASO, Washington, D.C.: Historic
American Buildings Survey/Historic American Engineering Record, National Park Service,
1985. $2.00

Provides transmittal procedures and archival requirements of documentation for

acceptance to the HABS/HAER collection.

Industrial Eye is available from (request publication #ISBN 0-89133-124-7). Decatur House
Museum Shop, 1600 H Street, NW, Washington, D.C. 20006. Please enclose a check or
money order made outto the National Trust for $34.95 plus $3.00 for postage and handling.

Industrial Eye. Photographs by Jet Lowe from the Historic American Engineering
Record. Washington, D.C.: National Trust for Historic Preservation, 1987.

Photographs of the county’s engineering and indusirial landmarks, illustrating the use

of large format photography to document historic engineering works and interpret

industrial processes. All photographs meet HABS/HAER standards.

A Record in Detail is available for $34.95 plus $2.50 postage and handling from:
University of Missouri Press, 200 Lewis Hall, Columbia, Missouri 65211.

A Record in Detail: The Architectural Photographs of Jack E. Boucher. Columbia:
University of Missouri Press, 1988.

A selection of the works of HABS photographer Jack E. Boucher, demonstrating the

effective use of large format photography to record historic buildings. All photographs

meet HABS/HAER standards.

Architectural Graphic Standards, Eighth Edition. American Institute of Architects. New
York: John Wiley & Sons, tnc., 1988.

The standard reference for architectural information, this edition is the first to have a

chapter on historic preservation, including four pages on HABS.

For further information about HABS/HAER contact:

Historic American Buildings Survey/
Historic American Engineering Record
National Park Service
P.O. Box 37127
Washington, D.C. 20013-7127
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Appendices
Appendix A
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Measured Drawings:

Measured drawings shall be produced from recorded, accurate
measurements. Portions of the building that were not accessible for
measurement should not be drawn on the measured drawing but clearly
labeled as not accessible or drawn from available construction drawings
and other sources and so identified. Since measured drawings must be
readily reproducible and durable, HABS/HAER standards call for ink on
translucent and archivally stable materials, such as mylar. As illustrated
in the reductions above, drawings are produced in two standard sizes, 19
X 24" and 24 X 36"
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Appendix A

Large Format Photographs:

HABS/HAER standards require that large format (cameras that produce 4
X 5", 56X 7" or 8 X 10" negatives) photographic documentation be done
with black and white film. A print must accompany each negative. The
negatives and contact prints are archivally treated and the contact paper
is fiber-based instead of resin-coated (RC). The paper and negatives must
have had sufficiently long washings in water in order to remove all
processing chemicals.
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Appendix A

Written History and Description:

Written history and description are based on primary sources to the
greatest extent possible and should include an assessment of the reliability
and limitations of the sources. Within the written history, statements shall
be footnoted as to their sources, where appropriate. The written data shall
include a methodology section specifying the name of the researcher, date
of research, sources researched, and limitations of the project. The
histories will be submitted on 8% X 11" archival bond.
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Appendix B

MITIGATIVE DOCUMENTATION PROGRAM

Under the provisions of the amended National Historic Preservation Act,
Federal agencies are required to produce documentation to HABS/HAER
standards on buildings, structures, sites, and objects that are listed in or
eligible for listing in the National Register of Historic Places and that are
threatened with demolition or substantial alteration by projects with Federal
involvement. The five National Park Service regicnal offices charged with
external historic preservation responsibilities administer the HABS/HAER
mitigative documentation program. The actual work is usually conducted
by contractors and supervised by the responsible Federal agency. The
documentation produced is reviewed by the regional coordinator and
transmitted to the HABS/HAER Washington office for inclusion in the
HABS/HAER collections at the Library of Congress.
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Appendix C
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